


_ "
GENERAL MOTORS CORPORATION
BAS!I ! ENGINE
MODEL 4-53 DIESEL
2-VALVE HEAD
840 INJECTORS ke
M
—b— =
250 LB FT | L 260 :.':
| i - 240 E
TORQUE : 230 &
223 LB FT [
220
-
100 : +
i
93 BHP
- —v-
BRAKE HORSEPOWER
75
o
§
o
y,
5 4
=50
=
Z RATED POWER OUTPUT
o GUARANTEED WITHIN 5%AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
28 \ DRY AIR DENSITY . 0705 LB/CU FT '—
17 MAXIMUM CONTINUOUS
—t t+-—+ SPEED 2200 RPM
4 r L]
| &
=9
&
L . 460
FUEL CONSUMPTION N “o 3
/ i ]
; 420
. 400 5
<9
500 1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5041-11-2
ENGINEERING - TECHNICAL DATA DEPT. 8_10_62




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 4-53 DIESEL
2-VALVE HEAD
845 INJECTORS

280
L
263 LB FT .
»
260
—— 3
246 LB FT '
240 g
223 LB FT g
= Y ~ 220 8
125 TORQUE
208 LB FT 200
100 103 BHP
BRAKE HORSEPOWER
71/
9@[ 87 BHP
£ & A
W P
c 5 <% 0@’?
% | O
g ‘6@
5 T
]
MAXIMUM CONTINUOUS
50 SPEED 2200 RPM
=T T T T T
v d RATED POWER OUTPUT
GUARANTEED WITHIN 5%AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT | 5
| |
25 I } . 480 L'II-
. 460 X
~__ FUEL CONSUMPTION o &
‘ ]
= . 420 H
[}
. 400 4
]
500 1000 1500 2000 2500 3000 =
E4-5041-11-3

EMGINEERING - TECHNICAL DATA DEPT,

ENGINE SPEED - RPM

8-10-62




DETROIT DIESEL ENGINE DIVISION

QENERAL MOTORS CORPORATION
BASIC ENGINE
MODEL 4-53 DIESEL
2-VALVE HEAD
840 OR 845 INJECTORS

234 LB FT 240
- 220
TORQUE L“x 211 LB FT
_ 210
90
88 BHP
74
80 /
. +
3]
E iy
g §§ ‘
C 170 5
- o]
- c?[
5 ’
&
80 f
){ SAE STD AMBIENT CONDITIONS: - -
é” AIR TEMP 85°F, ELEV 500 FT, ]
/ DRY AIR DENSITY , 0705 LB/CU FT
T T 1 T 1 1
MAXIMUM CONTINUOUS
7 SPEED -— 2200 RPM
50
Y | rUEL CONSUMPTION “o
"J‘H‘F‘l’ﬂ"’ 4
40 '
500 1000 1600 2000 2500 3000
ENGINE SPEED - RPM E4-5041-11-4

ENGINEERING - TECHNICAL DATA DEPT, 8-10-62

TORQUE - LB FT

FUEL - LB/BHP HR

I




4-53(2V)

(5)

Division of General Mators Corporation DIESEL ELECTRIC STANDBY POWER

@ Detroit Diesel Allison 4-53N(2V) ENGINE

WITHOUT FAN
N50 INJECTORS

THIS RATING APPLIES TO ENGINES USED
5| FOR STANDBY ELECTRIC POWER SYSTEMS
98| WHICH MUST DELIVER RATED POWER CON- o8
TINUOUSLY FOR THE INTERVAL BETWEEN 96 BHP
94| INTERRUPTION AND RESTORATION OF THE }Z
o NORMAL POWER SOURCE. P 104
=
% 90 L/ .
& Cryvd L 90
? QO“’\V'A
'@ 86 Qg@ i
e © 86
=]
% 82 i
< | u2
M va RATED POWER OUTPUT —
78 Ve GUARANTEED WITHIN 5% AT . §
SAE STD AMBIENT CONDITIONS: - 73
77 BHP 85°F - AIR INLET TEMPERATURE L
74 29.00 IN, HG - BAROMETER (DRY) —§ 74
T I T I e A R
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
FUEL SPECIFIC GRAVITY L 20
cm= 40 .853 @ 60°F
=S y 16
Mm
S|
. 30 /;/ .
@ 12
E‘: 20 1800 | 5
@ 4 M
=10 ) .
16 24 32 40 48 n6 G4 T2 =0 b1} 96

BRAKE HORSEPOWER
E1-5045-51-2
Rev, 2-22-.73

METRIC HORSEPOWER

FUEL RATE - KILOGRAM/HR




DE 4033

4-53(2V) (6)

Detrolt Diasel Allison

Division of General Motors Corporation

&)

- 4-53N(2V) ENGINE
DIESEL ELECTRIC PRIME POWER
(WITHOUT FAN)

RATING APPLIES TO ENGINES USED 1 0.0
80§ FOR UTILITY POWER SYSTEMS THAT 80 BHP
MUST OPERATE CONTINUOUSLY AS
78 THE NORMAL POWER SOURCE WITH
" MAXIMUM INTERVALS BETWEEN
= OVERHAUIS. 57.5
g 76 J 0
£ & 3
4 oy 5
= 74 $ q-f-55.0
i <& a3
& v
g 72
M ¥ 52.5
70 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
63 29.00 IN, HG (98.19 kPa) - BAROMETER (DRY)
68 BHPD 50.0
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUE L CONSUMPTION
FUEL SPECIFIC GRAVITY 20 E
g 400 __ .853 AT 60°F é
?ﬁ : r16 &
',4 30 g
” - 12
]
: 800 »P @
= 20 - " g E
a LT 1500 i =
= 10 -—-";Tr -
9 4 g
¥
12 20 28 36 44 52 60 68 76 B4 88

ENGINEERING-TECHNICAL DATA DEPT.

BRAKE HORSEPOWER E4-5045-51-3

12-12-73




A —

DETROIT DIESEL ENGINE DIVISION
RENERAL MOTORS CORPORATION
SERIES 53
MODEL 5043 - 7101
(4-83 2 VALVE HEAD)
PERFORMANCE WITH STANDARD EQUIPMENT

»

254 LB FT 260 :

. B "

e e 250

+ |""'-- 233 LB FT 240 5

42 LB FT 4
242 L | \ 230 8
TORQUE 220 E

§ ™y 210 LB FT 210

100

98 BHP
LA L
88 BHP
> —
RATED BHP ) 82 BHP

545 AINJAECTORS 1 l

BRAKE HORSEPOWER

- 4 75 | !
; RATEDBHP | | / / A |
D $40 INJECTORS + CONTINUOUS BHP
Ei q t 1
w ACCESSORIES: ]
& A | FAN-22"5BL. 2 3/4" P.W. 1,0:1 RATIO
x GENERATOR - 12 V., 25 AMP ]
g 50 >
P
& MAXIMUM CONTINUOUS
i SPEED - 2200 RPM

—

RATED POWER OUTPUT

| GUARANTEED WITHIN 5%AT :

25 |— SAE STD AMBIENT CONDITIONS: - &
| AIR TEMP 85°F, ELEV 500 FT, 480
DRY AIR DENSITY . 0705 LB/CU FT <60 a
gy pree FUEL CONSUMPTION 440
CONTINUOUS RATING . 420 Q
I I R 2
500 1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5043-11-1

ENGINEERING - TEChMICAL DATA DEPT, 8-10-62




GENERAL MOTORS CORPORATION
SERIES §3 L
MODEL 5044 - 8100
| PERFORMANCE WITH STANDARD EQUIPMENT
- 270 &
' z:a- LB r'rl !‘ 260 @
125 s-l 250 ,
. 250 LB FT 244 LB FT 240 M
TORQUE 2
223 LB FT 230 g
i T _i 220 =
103 BHP™
100 ]' '
) 93 BHP
o RATED BHP Pl L
£ 845 INJECTORS ~o/] | 87 BHP
R L 1
E RATED BHP p
s S40 INJ ECTORS
76 '
g
2 . CONTINUOUS BHP
@
50
/
"MAXIMUM CONTINUOUS
SPEED - 2200 RPM
i} T R
RATED POWER OUTPUT
26 GUARANTEED WITHIN 5%AT =
SAE STD AMBIENT CONDITIONS: - —
AIR TEMP 85°F, ELEV 500 FT, _
DRY AIR DENSITY . 0705 LB/CU FT
B
- . 460 @
FUEL CONBUMPTION s0”
CONTINUOUS ] g
Pt —-f" . 420 ﬁ
4 D
Fas
500 1000 1500 2000 2500
ENGINE SPEED - RPM E4-5043-11-2
8-10-62







125

100

-3
[ 1]

BR‘#KE HORSEPOWER
o

DETROIT DIESEL ENGINE DIVISIUN

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 4-53 DIESEL
4-VALVE HEAD
840 INJECTORS

| T 260
24T LBFT
o 240
TORQUE | =
- 220
216 LB FT
L 200
116 BHP
BRAKE RORSEPOWER
Fi
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT
A I W M
MAXIMUM CONTINUOUS
SPEED 2200 RPM
]
FUEL CONSUMPTION - 460
: : . 440
] . 420
. 400
500 1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5041-12-2

UE - LB FT

TO

FUEL - LBS/BHP-HR

ENGINEERING - TECHNICAL DATA DEPT. 8-10-62




BASIC ENGINE

(4-VALVE HEAD)
845 INJECTORS

MODEL 4-53 DIESEL

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

o

270
- 260
262 LB FT —~— 250
"~ 240 W
238 LB FT 230 9§
i
220
| 208 LBFT 210 E,
TORQUE ]
150 ORQ i S 200 5
| ~ 190 F
RATED POWER OUTPUT N
GUARANTEED WITHIN SHAT = 180
SAE STD AMBIENT CONDITIONS: - 170
AIR TEMP 85°F, ELEV 500 FT, 127 BHP
125 | DRY AIR DENSITY .0705 LB/CU FT
be  |maxamum conTinvous BRAKE HORSEPOWER
%] SPEED - 2200 RPM
Y
4
] d
2
5100 @
5 &Y 7
> Q” $?
s /4 87 BHP
<
15 }
V
50 |
]
. [ ¥
480 &
. 460
oy FUEL CONBUMPTION §
_— + . 440
P »d
. 420 )
25 1 ——— . 400 2
500 1000 1500 2000 2500 3060 5 |
ENGINE SPEED - RPM E4-5041-12-3
ENGINEERING - TECHNICAL DATA DEPT. . 8-20-682




DETROIT DIESEL ENGINE DIVISION

SENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 4-53 DIESEL
4-VALVE HEAD
540 OR 845 INJECTORS

ENGINE SPEED - RPM

EMOINEERING-TECHNNICAL DATA DEPY

r T
|240
234 LB FT 230
220
F TORQUE 214 LB FT 210
L —
100
98 BHP
z ¥
)
[«
3]
0n
-
S
e o
Gl
-4
< 60 N
= y 4 SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT
40
- . 460
N L . 440
) 0
~h | FUEL CONSUMPT ] . 420
. 400
A & - —-
500 1000 1500 2000 2500 3000

E4-5041-12-10
12-6-62

I

TORQUE -

FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 4-53N DIESEL
(4 VALVE HEAD)
N40 INJECTORS

1)

BRARKE HORSEPOWER

1000

EMGINEERING-TECHNMICAL -DATA DEPT,

W__m
280
252 LB FT 260
240
_—
TORQUE 220
216 LB FT 200
115 BHP
BRAKE HORSEPOWER
RATED POWER OUTPUT
GUARANTEED WITHIN 5%AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT
. 440
FUEL CONSUMPTION 120
. 400
.380
(I (S EOUR [ S T — e —
1500 2000 2500 3000
3/17/64

TORQUE - LB FT

FUEL - LB BHP HR




4-53(5)

‘&\ Detrolt Diessl Allison
Division of General Motors Corporation

BASIC ENGINE

MODEL 4-53N DIESEL - AUTOMOTIVE

ADVANCED CAMSHAFT TIMING
C40 INJECTORS, 1,470 TIMING

I ~1
251 LB FT 263
I - 25
| "-...\
5,\ 240
S~ 4\ 230
| 2
TORQUE ~ 214 LB FT 20
210
125
114 BHP
/";
" 1
§ 100 9,?3
PV
g <A
3 %
3]
o RATED POWER OUTPUT .
v, GUARANTEED WITHIN 5% AT ]
= 75 SAE STD AMBIENT CONDITIONS: - ]
m 85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) ]
50 FUEL CONSUMPTION +440
N [ - . 420
A
.400
I380
1500 2000 2500 3000
ENGINE SPEED - RPM

ENQINEERING-TECHNICAL DATA DEPT,

E4-5041-52-18
RGV. 2' 1-74

TORQUE - LB FT

FUEL - LB/BHP HR




7 GENERAL MOTORS CORPORATION
BASIC ENGINE
MODEL 4-53N DIESEL
(4 VALVE HEAD)
N45 INJECTORS
T b=
270 LB FT 280 E
260
.ﬁ’il-.. |
TORQUE .xy_zaa LB FT 240 g
] 220 g
204 LB FT 200 O
150
MAXIMUM CONTINUOUS
SPEED - 2400 RPM
125 127 BHP
e BRAKE HORSEPOWER /{
=
&
2] o
0 09
g 100 ,&f
= > 4
G
z pd o 93 BHP
[+ )/ ar
@ Rig
/ \\;\30
7 Ooé‘ RATED POWER OUTPUT
9 - GUARANTEED WITHIN 5%AT -
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT, _
DRY AIR DENSITY .0705 LB/CU FT
. 480 &
30 . 460 g
s{ATED FUEL CONSUMPTION 440 %
. 420
N 4 \
. 400 3
=
CONTINUOUS FUEL CONSUMPTION .380 D
1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5041-52-3
ENGINEERING-TECHNICAL -DATA DEPT, 2/7/64




4-53(7)

@ Datroit Diesel Allison BASIC ENGINE

Division of General Motors Corporation | MODEL 4-53N DIESEL - AUTOMOTIVE
‘ ADVANCED CAMSHAFT TIMING
C45 INJECTORS, 1,470 TIMING

270 LB FT 280
270

— 260

TGRQUE T~ 250

| 238 LB FT 240
150 230

127 BHP
125

Q
T
s
¥ L

e
4

RATED POWER OUTPUT
| GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -

BRAKE HORSEPOWER
S

pr—————
N
\

75 85°F (29.4°C) - AIR INLET TEMPERATURE
{ 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
.480
50 \ FUEL CONSUMPTION . 460
M. . 440
. 420
. 400

1500 2000 2500 3000
ENGINE SPEED - RPM E4-5041-52-16

ENGINEERING-TECHNICAL DATA DEPT. Rev., 2-1-74

TORQUE ~ LB FT

FUEL - LB/BHP HR




GENERAL MOTORS CORPORATION
W BASIC ENGINE
MODEL 4-53N DIESEL
(4 VALVE HEAD)
N50 INJECTORS
e ———— N ———————— B
<9
282 LB FT I 290 o,
280 ™~
]
T~ 270
— 260 &
TORQUE 255 LB FT 250 &
&
150 RESTRICTED:
USE ONLY FOR NON-AUTOMOTIVE
| INTERMITTENT - MAXIMUM
APPLICATIONS _4 136 BHP
— 7
125 L M 7/29/70
Ll
a BRAKE HORSEPOWER
3 4]/
: 4
g 100 /q(
= /l RATED POWER OUTPUT
= GUARANTEED WITHIN 5% AT
< SAE STD AMBIENT CONDITIONS: -
8 AIR TEMP 85°F, ELEV 500 FT,
7 DRY AIR DENSITY . 0705 LB/CU FT
75 7
. 500 -y
50 .480 5
s
.460 5
FUEL CONSUMPTION
. 440
oo, -
.420 @
jon]
<
1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5041-52-1
ENQINEERING-TECHNICAL .DATA DEPT. Rev, 7-29-70




4-53(9)

Division of General Motors Corporation § MODEL 4-53N DIESEL - AUTOMOTIVE
ADVANCED CAMSHAFT TIMING
C50 INJECTORS, 1.470 TIMING

‘ @ Detroit Diesel Allison BASIC ENGINE

290

280

ﬂ- _
r 282 LB FT
TORQUE }*’\ 255 LB FT
150
a 136 BHP
Va
125 /
9’28 f/
& <
: =
g p
3 100 /4/
g /
9 7 RATED POWER OUTPUT .
> / GUARANTEED WITHIN 5% AT ]
2 / SAE STD AMBIENT CONDITIONS:-
B 85°F (29.4°C) - AIR INLET TEMPERATURE
. V 29.00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
5
50 FUEL CONSUMPTION
1500 2000 2500 3000

ENGINE SPEED - RPM E4-5041-52-17

ENQINEERING-TECHNICAL DATA DEPT. Rev, 2-1-74

270
260

250

. 480
. 460
. 440
. 420
. 400

TORQUE - LB FT

FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 4-53N DIESEL
4-VALVE HEAD
N40 OR N45 INJECTORS

b
<9
— m
240 =
i
238 LB FT ig B~ 230 g
e 221 LB FT
TORQUE == 220 O
@]
=
120
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
o DRY AIR DENSITY , 0705 LB/CU FT
E 100 101 BHP
Z S 7/
= -
-4 0‘6
S S
o~ .é& ,
’Z 00
-, ’
~ B0 é&
= &Q,
S
>
&
.\-é
80
[+
= o
B
ot
«Q
.440 A
FUE;L COI!SU‘MPTION 420
jfll; w0
*'IN‘ .400 W

500 1000 1500 2000 2500 3000

ENGINE SPEED - RPM
E4-5041-52-9

ENGINEERING. TECHNICAL DATA DEPT. 9/11/64




125

100

BRAKE HORSEPOWER
-3
[4,]

(2]
o

25

GENERAL MOTORS CORPORATION L
SERIES 53
MODEL 5043 - 7201
(4~53 4 VALVE HEAD)
PERFORMANCE WITH STANDARD EQUIPMENT
845 INJECTORS
o
L iy
254 LB FT 260
— 250
TORQUE - 240 8
4
24LBFT_ |, a
o
2]
BRAKE HORSEPOWER / 112 BHP
&
&% =1
"’/ gﬁe -
AT 82 BHP
/ oo‘t““c
/L |
' L |
ACCESSORIES: \
/! FAN - 22" 5 BL, x 2 3/4" P. W,
d | 1.6: 1 RATIO
GENERATOR - 12 V., 25 AMP
- 7
. RATED POWER OUTPUT %:‘f ‘;;;:”g’:" ous _|
| GUARANTEED WITHIN 5%AT ,

SAE STD AMBIENT CONDITIONS: - &
[ AIR TEMP 85°F, ELEV 500 FT, N
— DRY AIR DENSITY . 0705 LB/CU FT .480 =

———t 460 &
L- - ™ 5
‘# L] “o []
FUEL CONSUMPTION _| . o
CONTINUOUB RATING |" " 5
[l I 1 1 ) h
500 1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5043-12-1
ENGINEERING - TECHNICAL DATA DEPT, — 8-10-82




" DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

SERIES 53N INDUSTRIAL
4-53N (4V) ENGINE
PERFORMANCE WITH STANDARD EQUIPMENT
N45 INJECTORS

r*.—__—_ﬂ__—*m— .
[+ 9
2 a2 ]
260 LB FT 80 3
260 |
€3]
I 240 2
TORQUE 236 LB FT 220 &
0
&
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT
T O I I
MAXIMUM CONTINUOUS
125 SPEED - 2400 RPM
113 BHP
BRAKE HORSEPOWER
100 N
066
& <Y
Y L3
C < 86 BHP
& X
2 =8
S 75 - 00\}1
" ACCESSORIES:
2 AV FAN - 22" 5 BL x 2 3/4" P. W,
= L 1.0:1 RATIO —
e CHARGING GEN. - 12V, 25 AMP _| o
o]
FUEL CONSUMPTION .460 3
CONTINUOQUS RATING | | 440"
* 1
- . 420 g
E
1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5043-52-1

EMGINEERING-TECHNICAL DATA DEPT, 2/7/64




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BETRONT
nese SERIES 53 MARINE
4-53N WORK BOAT
N40 INJECTORS
pisi— P
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT i}
100F SAE STD AMBIENT CONDITIONS: - 100 SHP
85°F - AIR TEMPERATURE
9 29.00 IN. HG - BAROMETER (DRY) J__ 5 _| /
] &
L r
Q, i
’ ot t—
& |
S
70 &
n: © /
= 9 3 POWER -
E 60 qy“ | PROPELLER LOAD
X i( '
g 50 /ﬁ
= /
£ 40 4
S /
o =]
5 ACCESSORIES:
30 WARNER 3:1 MARINE GEAR
GENERATOR - 12V, 25 AMP
20

10 -
@@w t

Vs

FUEL -

(ﬁ PROPELLER LOAD

1

1000 1500 2000 2500
ENGINE SPEED - RPM E4-5042-52-2

ENGINEERING-TECHNICAL DATA DEPT. Rev, 2-4-69

FUEL - GAL/HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

%' SERIES 53 MARINE

4-53N PLEASURE CRAFT
N50 INJECTORS

P ——
RATED POWER OUTPUT

L GUARANTEED WITHIN 5%AT

| SAE STD AMBIENT CONDITIONS: -

85°F - AIR TEMPERATURE

-~ 29.00 IN., HG - BAROMETER (DRY)

140

qiﬁ'g' ¢—128 SHP

[
3
®,
%

o ]
(=]

POWER -

PROPELLER LOAD

-]
=]

'
L=

SHAFT HORSEPOWER

ACCESSORIES:

/ WARNER 1:1 MARINE GEAR

GENERATOR 12V, 25 AMP

[
|=]

ON m—
UEL PR e /
F ,-
-

quf"

FUEL -
PROPELLER LOAD

e

a4 -1 ®» W

vt e—————— — l—
1000 1500 2000 2500 3000

ENGINE SPEED - RPM E4-5042-52-1

ENGINEERING-TECHNICAL DATA DEPT. Rev. 1-31-69

S ks b W B

FUEL - GAL/L..







DETROIT DIESEL ENGINE DIVISION
GENERAL MOTORS CORPORATION
DETRON
SERIES 53T MARINE
4-53T INTERCOO LED

PLEASURE CRAFT
N70 INJECTORS

TTTTT N

1 1 ! 1 1
|_RATED POWER OUTPUT o

GUARANTEED WITHIN 5% AT

— SAE STD AMBIENT CONDITIONS:-

= 85°F - AIR TEMPERATURE
29.00 IN. HG - BAROMETER (DRY)

180

170 SHP _
160 gsﬁvo‘?‘:_ﬁd-—-—"
s WO
140 AAY sﬂg g
A
120 - ,A: POWER -
)f: /! PROPELLER LOAD

100 /

x
[~

/r ACCESSORIES:

WARNER 1:1 MARINE GEAR
RAW WATER PUMP

[=2]
=]
\

SHAFT HORSEPOWER

LA GENERATOR 12V, 25 AMP

-
[=

20
ON
SUMPTIC
: suEL SO = “
4T /
~
FUEL -

- PROPELLER LOAD

T

1400 1600 1800 2000 2200 2400 2600

ENGINE SPEED - RPM
E4-5042-32-1

ENGINEERING-TECHNICAL DATA DEPT. Rev, 2-26-69

12

10

FUEL - GAL/HR







DETROIT DIESEL ENGINE DIVISION I
' GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 6V-83 DIESEL
4 VALVE HEAD
840 INJECTORS
384 LB FT ‘00 3
380 ¢
$60 2
e e
TORQUE | N~ g
~ s40 5
. s20 ©
322 LB FT
200
o
3]
% 172 BHP
B
s BRAKE HORSEPOWER
S150 ~
]
3 =
«® /
RATED POWER OUTPUT 1
100 GUARANTEED WITHIN 5%AT )
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIRI DENS{TY .olvos LB/CU FT ]
i | L1 ]
MAXIMUM CONTINUOUS ]
SPEED 2200 RPM o
=
50 5&
FUEL CONSUMPTION 440 9
e~ - L CON . 420 ',
h‘
. 4007
.380 5
500 1000 1500 2000 2500 3000
| ENGINE SPEED-RPM E4-5081-12-2
ENGINEERING - TECHNICAL DATA DEPT, Rev, 10-5-62




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

ENGINEERING - TECHNICAL DATA DEPT,

BANIC ENGINE
MODEL 6V-83 DIESEL
4 VALVE HEAD
846 INJECTORS
L T
411 LB FT 420
—
400
‘ : 360
. 340
-311 LB FT 320
300
T e 280
260
200
) BRAKE HORSEPOWER 190 BIP|
E /
By \4
w150 ?%
: 5 a
] |¢ | $? - r
W T 2 '
5 Mo“ 130 BHP
o c© RATED POWER OUTPUT
100 GUARANTEED WITHIN 5%AT
/ SAE STD AMBIENT CONDITIONS:- |
AIR TEMP 85°F, ELEV 500 FT, |
DRY AIR DENSITY . 0705 LB/CU FT
” 'MAXIMUM CONTINUOUS
SPEED 2200 RPM
50 . 480
. 460
"FUEL CONSUMPTION | - 440
s L L 1 i . ‘zo
- —
. 400
500 1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5061-12-3

Rev. 10-5-62

UE - LB FT

TO

FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DIVISION
- GENERAL MOTORS CORPORATION
BASIC ENGINE
MODEL 6V-53 DIESEL
4-VALVE HEAD
840 OR 843 INJECTORS
FFW 360
350
160 352 LB FT 340
324 LB FT 320
148 BHP
140
//
ry
2
5/
E 120.F bo
3 &
% S
o °/
g &
= 33
g 1oor g
o &
S
| /
BOI, Z[
SAE STD AMBIENT CONDITIONS: -
} / AIR TEMP 85°F, ELEV 500 FT,
j DRY AIR DENSITY . 0705 LB/CU FT 1
|
60[ .
FUEL CONSUMPTION 420
. 400
{380
%“——'
500 1000 1500 2000 2500
ENGINE SPEED - RPM E4-5061-12-4
ENQINEERING.TECHNICAL DATA DEPT. Rev. 3-18-63

TORQUE - LB FT

2]
-]

/BHP HR

L

FUEL




DETROIT DIESEL ENGINE DIVISION

CGENERAL MOTORS CORPORATION

ENQINEERING-TECHNICAL -DATA DEPT.

BASIC ENGINE
MODEL 6V-53N DIESEL
(4 VALVE HEAD)
N40 INJECTORS
——— ' =
I 394 LB FT 400 &
m
380 o
|
342 LBFT 360 w
L TORQUE | 30 &
322 LB FT 320 5
A
200
172 BHP
BRAKE HORSEPOWER %
g 150 i’ 163 BHP
€3]
a |
2
o RATED POWER OUTPUT
€ 100 GUARANTEED WITHIN 5%AT
g SAE STD AMBIENT CONDITIONS: - ]
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT |
=
50 o
b+ 3
Qa
FUEL CONSUMPTION 4209
.400 .
.380 g
Mg T — - 5]
1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5061-52-7
2/7/64




6V-53( 5)

@ Detroit Diesal Allison

BASIC ENGINE

Division of General Motors Corporation § MODEL 6V-53N DIESEL - AUTOMOTIVE

ADVANCED CAMSHAFT TIMING
C40 INJECTORS, 1,470 TIMING

385 LB FT 400
380
| =t 360
TORQUE
~Ejﬁhﬁ~\ﬂh‘;ki‘ 340
§‘L 321 LB FT 320
175| , 300
’4 171 BHP
//
m r.
[¢3]
150 /
4 7
e
m o
E ‘b‘b//
8 &
&
[ Ay
ﬁ x>
125
o
@ / J
/ RATED POWER OUTPUT
/ GUARANTEED WITHIN 5% AT
/' 'SAE STD AMBIENT CONDITIONS: -
/ 85°F (29,4°C) - AIR INLET TEMPERATURE
100 / 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
.440
.420
. 400
.380

1000 1500 2000
ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

2500 3000
E4-5061-52-20
RBV. 2-1"74

TORQUE - LB FT

FUEL - LB/BHP HR




6V-53 (7)

BASIC ENGINE

Division of General Motors Corporation ADVANCED CAMSHAFT TIMING

‘&\ Detioit Diesel Allison MODEL 6V-53N DIESEL - AUTOMOTIVE

C45 INJECTORS, 1.470 TIMING

421 LB FT 440
—*_‘ 420
400
TORQUE 380
~¢ 370 LB FT
360
200 —#197 BHP
e
& <% o |
g %
& l <%
= i —
& 150
T A
3
e A
3 v RATED POWER OUTPUT
& GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:-
85°F (29.4°C) - AIR INLET TEMPERATURE
100 29.00 IN. HG (98,19 kPa) - BAROMETER (DRY)

L,\ FUEL CONSUMPTION

B
N s
<o o

1500

ENGINEERING-TECHNICAL DATA DEPT.

SERSEEER

**&_—
2000 2500 3000

ENGINE SPEED - RPM E4-5061-52-18
Rev, B-5-74

TORQUE - LB FT

FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DIVISION
SENERAL MOTORS CORPORATION
BASIC ENGINE
MODEL 6V-53N DIESEL
(4 VALVE HEAD)

N45 INJECTORS
m%
431 LB FT 440
| 420
\\\ 400
3s0 A
370 LB FT 260 g'
340 2
320 g
TORQUE 305 LB FT 300 &
L 280
MAXIMUM CONTINUOUS
SPEED - 2400 RPM
200
_ 197 BHP
BRAKE HORSEPOWER
&%
150 1}/
o Q!
§ \ 140
\\‘9 et BHP
g 0.0%9 .7(
w
: A ST
S O /
100 RATED POWER OUTPUT
¥ GUARANTEED WITHIN 5% AT m
= SAE STD AMBIENT CONDITIONS; ~ —
m AIR TEMP 85°F, ELEV 500 FT, i
DRY AIR DENSITY . 0705 LB/CU FT
sof By
440 5
RATED FUEL CONSUMPTION 4401
T“:"‘ 420 4
.400 !
! -
commupus FUEL CONSUMPTION . 380 =)
M e
1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5061-523
2/7/64

ENGINEERING-TECHNICAL -DATA DEPT.




- DETROIT DIESEL ENGINE DIVISION

GEMERAL MOTORS CORPORATION

ENQINEERING-TECHNICAL DATA DEPT.

BASIC ENGINE
MODEL 8V-53N DIESEL
(4 VALVE HEAD)
NB50 INJECTORS
445 LB FT 460
440
411 LB FT 420
TORQUE &'KK.. | 400
1 11 395 LB FT
250 RESTRIC TED: 380
USE ONLY FOR NON-AUTOMOTIVE
| INTERMITTENT - MAXIMUM
APPLICATIONS
4 210 BHP
200 ZY 7/29/70
E 196 BHP
B BRAKE HORSEPOWER :f
:
% 150
i
5] 4
: va
RATED POWER OUTPUT
100 GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°'F, ELEV 500 FT,
DRY AIR DENSITY . 0705 L.LB/CU FT
50
. 460
FUEL CONBUMPTION . 440
.420
. 400
1000 1500 2000 2500 3000
ENGINE SPEED - RPM
E4-5061-52-2

Rev., 7-29-70

g

TORQUE - LB FT

&

[}

&

'
-l
[
pem]
(]




6V-53(9)

@ Detroit Diesel Allison BASIC ENGINE

Division of General Motors Corporation | MODEL 6V-53N DIESEL - AUTOMOTIVE
‘ ADVANCED CAMSHAFT TIMING

C50 INJECTORS, 1,470 TIMING

440
420
400
225 380
200
[«
c3]
8
€3]
0 Q
g 175 q;‘z‘ /
T &/
¥ Ny 4
R
e o]
/M
RATED POWER OUTPUT
150 / GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F (29,4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
!
125
FUEL CONSUMPTION - 460
| . 440
| . 420
. 400

S T - |
1500 2000 2500 3000

ENGINE SPEED - RPM E4-5061-52-19

ENGINEERING-TECHNICAL DATA DEPT. Rev, 2-1-74

TORQUE - LB FT

FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 8V-53N DIESEL
4-VALVE HEAD
N40 OR N45 INJECTORS

e
fay
1
360 9
| 350 :.':
B
I 356 LBFT ] P 340 8
I TORQUE 330 &
333 LBFT =
160
152 BHP
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT, /
DRY AIR DENSITY . 0705 LB/CU FT /
S /
140 2
QD
S
= @‘.’/ 1
2 &/ {
O Oé/
5 .
[72]
&g 120 $//
T & . 1
f ¥ ¥ :
X @- / i
& & ;
= o] N ]
| |
i
100 ]
=
=
80 o
.420 B
FUEL CONSUMPTION 400 3
380 ¢
-]
73]
- &
—; by _ S B S PR SRR W N S — R
500 1000 1500 2000 2500 3000

GINE SPEED - RPM
ENGI E4-5061-52-12

Eﬂlll[llllﬁ-l’iéﬂlltll-DITI DEPT. 9/14/64

i




il
GENERAL MOTORS CORPORATION
SERIES V-53
MODEL 5083-5200
(6V-53 4-VALVE HEAD)
" PERFORMANCE WITH STANDARD EQUIPMENT
848 INJECTORS 410
400 =
| Fae
402 LB FT 3s0 e
TORQUE 380 .
370 2
360 g
! 350 ©
RATED POWER OUTPUT 353 LD FT
175 Ll
GUARANTEED WITHIN S%AT
| SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT 168 BHP
150 |—{ ACCESSORIES:
FAN - 22" 6 BL x 3 1/4" PW
1.1:1 RATIO -
B GENERATOR - 12V, 25 AMP
: ”
& 125 & -
Q
£ & =1
5 F S
o°?r / MAXIMUM CONTINUOUS _|
100 & SPEED 2200 RPM
&
/ CP /)
I
5 g,
Y. FUEL CONSUMPTION 46 5
y CONTINUOUS RA TING oy “ a
P 42
[ |
40
50 W SN I S S (Y I Y N o
500 1000 1500 2000 2500
ENGINE SPEED - RPM
E4-5063-12-2
ENDINEERINA-TECHNICAL DATA DEPY. Rev.8-31-82




DETROIT DIESEL ENGINE DIVISION
GENERAL MOTORS CORPORATION
SERIES 53N INDUSTRIAL
6V-53N (4V) ENGINE
PERFORMANCE WITH STANDARD EQUIPMENT
N45 INJECTORS

ENQINEERING-TECMMICAL -DATA DEPT.

W#
|
<9
420 LBFT
L " A 420 3
400 ¢
| f
TORQUE 380 :8'
368 LB FT 360 &
C
&=
RATED POWER OUTPUT
GUARANTEED WITHIN 5%AT
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY , 0705 LB/CU FT
200 S T N Y SN B B
MAXIMUM CONTINUOUS
SPEED - 2400 RPM
175 BHP
o BRAKE HORSEPOWER
&
2150 L I g‘ﬁ;z“
© Y
& ?;&
: 2
- 130 BHP
: A7 "1 | ot
» t\"\‘w
R 00 %
&= 100
a ACCESSORIES:;
FAN - 22"6 BLx 2 1/4" P. W,
1.1:1 RATIO
CHARGING GEN - 12V, 25 AMP -
s
50 .
FUEL CONSUMPTION %
CONTINUOUS RATING . 440 =
. 420&
. 400
-
=
-
““* <)
1000 1500 2000 2500 3000
ENGINE SPEED - RPM F4-5083-52-1
2/7/64




DETROIT DIESEL ENGINE DIVISION

SENERAL MOTORS CORPORATION

SERIES V53 MARINE
8V-53N PLEASURE CRAFT
N50 INJECTORS

1
200 197 SHP
~ o
180 a®
o5
18 i’ﬁ‘é) /
| o /
gﬂ
140 % POWER -
- PROPELLER LOAD
& .
3 120
o
=
E lOqu
Q /
80 ACCESSORIES:
e WARNER 1:1 MARINE GEAR
g RAW WATER PUMP
2PN GENERATOR 12V, 25 AMP
4 4
b
20
W ]
Tp%
“?
0 CJO““S‘3 - Vi
Ygﬁ‘-‘ 4
FUEL -
/L’ — PROPELLER LOAD
- RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
| SAE STD AMBIENT CONDITIONS: -
85°F - AIR TEMPERATURE
29,00 IN., HG - BAROMETER (DRY)
- - 1 ] L_.. [ 1 1 Il 3 1 3 g
1000 1500 2000 2500 3000
ENGINE SPEED - RPM E4-5062-52-1
Rev. 1-27-69

ENGINEERING-TECHNICAL DATA DEPY.

S -~ W e 3 0w

FUEL - GAL/HR




6V-53 (14)

Division of General Motors Corporation MODEL

6V-53N

- SERIES V53
‘&\ Detroit Diesel AlISON | 1 rus cormons RATING

N40 INJECTORS

(WORK BOAT)
RATED POWER OUTPUT _
GUARANTEED WITHIN 5% AT . )
SAE STD AMBIENT CONDITIONS: - — ]
160 85°F (29.4°C) - AIR INLET TEMPERATURE 1
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY) 148 SHP
 RORSE 1 / 1
i o 4
120 aﬂﬂ)’#’ y4
=] o™ /
=] /
100 i Y
/w POWER -
5 v PROPELLER LOAD |
8
g o0 :
T A
= -
Fxy
B 60 /JL/
& |
40 ' 1
|
20 - — ACCESSORIES: ——
TWIN DISC MARINE GEAR
0 RAW WATER PUMP
GENERATOR 12V, 25 AMP
| 3 10
~N
SUMPTIOY ] le
FUELCONS |
____‘_.-p—- ! - ] I A
- FUEL -
PROPELLER LOAD
;-"" 4
2
0
1400 1600 1800 2000 2200 2400
ENGINE SPEED - RPM
E4-5062-52-2
Rev, 4-19=76

ENGINEERING-TECHNICAL DATA DEPT.

FUEL - GAL/HR

wWE IFoy




6V-53 (15)

Division of General Motors Corporation

@ Detroit Diesel Allison

SERIES V53 MARINE
6V-53N CREW BOAT
N45 INJECTORS

180
o _L@173SHP|
.?Oqlﬁ A~
<
«ap"&’ 7(— |
<
= ?sep PROPELLER LOAD
: : /
7
& /! /
& /
g 100
% .
o /l/
) ACCESSORIES:
&5 P WARNER 2:1 MARINE GEAR
// RAW WATER PUMP
60 7 GENERATOR 12V, 25 AMP
V'
7
/!
4
20 ]12
S |
pTY 10
UM /
7‘( /’ FUEL - ]8
e A PROPELLER LOAD
/
P 6
4
RATED POWER OUTPUT 4
'GUARANTEED WITHIN 5% AT
. SAE STD AMBIENT CONDITIONS: -
~ 85°F (29.4°C) - AIR INLET TEMPERATURE  [o
29,00 IN, HG (98.19 kPa) - BAROME TER (DRY)
0
1200 1600 2000 2400 2800
ENGINE SPEED - RPM F4-5062-52-3
6-11-73

ENGINEERING-TECHNICAL DATA DEPT.

FUEL - GAL/HR

DE 3769










t}\ Detroit Diesel Allison
\ Division of General Motors Corporation BASIC ENGINE
MODEL 12V-148 DIESEL
120 INJECTORS

750

700

|
e RATED POWER OUTPUT
I GUARANTEED WITHIN 5% AT

450

SAE STD AMBIENT CONDITIONS:
85*F (29.4°C) - AIR INLET TEMPERATURE

4 29.00 IN, HG (98.19 kPa) - BAROMETER (DRY)
400
FUEL CONSUMPTION
1000 - 1200 1400 1600 1800 2000

ENGINE SPEED - RPM E4-9121-12-4C

ENGINEERING-TECHNICAL DATA DEPT. 3-24-77




&)

Detroit Diesel Allison

Division of General Motors Corporation

BASIC ENGINE
MODEL 12V-149 DIESEL
130 INJECTORS

2310 LB FT
- 2210 LB FT
2285 LB FT TORQUE
~a
2013 LB 1
1970 BHP
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
800 L 85°F (29.4°C) - AIR INLET TEMPERATURE /O-soo BHP
29,00 IN. HG (98,19 kPa) - BAROMETER (DRY) w
y,
700 &‘@
& rsy
E BRAKE HORSEPOWER ég’ 675 BHP
w f &
2 g ‘&(\*P
600 4
2 S
= 0/
4 y.
& 524 BHP
500
460 BHP
400 - FUEL CONSUMPTION
1200 1400 1600 1800 2000
3-24-77

ENGINEERING-TECHNICAL DATA DEPT.

2300

2200 &

LB

1
2100

2000

TORQU

1900

.440 i
.430 &
.420 <
.410?
.400 3
390 5

]




DE 4033

1

2v-149 (3)

&‘ Destioit Diessl Allison 12V-149 ENGINE
\ Division of Generat Motors Corporation DIESEL ELECTRIC STANDBY POWER
WITHOUT FAN
130 INJECTORS
THIS RATING APPLIES TO ENGINES USED
780§ _ FOR STANDBY ELECTRIC POWER SYSTEMS
WHICH MUST DELIVER RATED POWER CON- 770 BHP I_7so
760]  TINUOUSLY FOR THE INTERVAL BETWEEN
” INTERRUPTION AND RESTORATION OF THE
= NORMAL POWER SOURCE. . 760 "
E 740 _P'/ ;
=) & ] 740 o
% 720 &9 i
H q?o 720 &
v g %
5 700 ® 5
ﬁ RATED POWER OUTPUT 700 E
680 GUARANTEED WITKIN 5% AT g
SAE STD AMBIENT CONDITIONS: - 680
85°F - AIR INLET TEMPERATURE
660 29,00 IN. HG - BAROMETER (DRY)
660 BHP [ O B R e T
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
o
T
FUEL SPECIFIC GRAVITY 160 E
& 3200_.853 AT 60°F :
E /,— 140 &
. 120 §
. 240 >
100
: ’%‘gmﬁ@’/ '
< g0 W
= 160 o _PM >
d ——‘" 150 60 E
SEY o e il 10 3
<]
-
fas
150 200 250 300 350 400 430 500 350 600 630 700 750 800
BRAKE HORSEPOWER
E4-9125-12-2
ENGINEERING-TECHNICAL DATA DEPT. Rev, 12-1-72




DE 4033

12V-149 (5)

@

700

680

660

640

620

BRAKE HORSEPOWER

600

280

240

200

160

FUEL RATE - LB/HR

120

80

THE NORMAL POWER SOURCE WITH 700
MAXIMUM INTERVALS BETWEEN P
OVERHAULS, < o
680
2
660 &
| £
-
Io4o >
pre
2
620 &
SAE STD AMBIENT CONDITIONS: - .
85°F - AIR INLET TEMPERATURE —J6%0
29.00 IN, HG - BAROMETER (DRY)
Lttt e
1
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
120g§
FUEL SPECIFIC GRAVITY Z
.853 AT 60°F uog
o
100g
90
X)) :
AR e 80 :Ia
Qeq‘ 70 w
3 >
60 <
P o i
//, iagy=
o s0 2
140 220 300 380 460 540 620 700
BRAKE HORSEPOWER
E4-9125-12-4
ENGINEERING-TECHNICAL DATA DEPT. 8-18-72

Division of General Motors Corporation
. .

RATING APPLIES TO ENGINES USED

12V-149 ENGINE
DIESEL ELECTRIC PRIME POWER
(WITHOUT FAN)

FOR UTILITY POWER SYSTEMS THAT

MUST OPERATE CONTINUOUSLY AS |




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

SERIES V-149 MARINE
12V-148 WORK BOAT
120 INJECTORS

11 LR

RATED POWER OUTPUT

GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:-

AIR TEMPERATURE, 85°F
720 BAROMETER(DRY), 29,00 IN, HG
675 SHP
640 ’
Vi
st T
560 @fﬂo
o
g3, 5 POWER-
B 480 B . PROPELLER LOAD
¢
Bt 400 T/
o
S
2 320
»
(<]
= P
E 240 »
160 Zz —
oxcsm.wﬂOﬂ o
1.C
: T
T 7( FUEL-
0 PROPELLER LOAD
.
|
ACCESSORY:
TWIN DISC MARINE GEAR

1000 1200 1400 1600 1800
ENGINE SPEED - RPM E4R-9122-12-1
Rev, 3-28-69

ENGINEERING-TECHNICAL DATA DEPY,

40

30

20

10

FUEL - GAL/HR




800

720

640

560

480

400

320

SHAFT HORSEPOWER

240

160

80

~ RATED POWER OUTPUT
| GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

SERIES V-149 MARINE
12V-149 CREW BOAT
130 INJECTORS

85°F - AIR TEMPERATURE
29,00 IN. HG - BAROMETER (DRY)

770 SHP

-

Al
oqﬁa 7

90" o~

o

o

POWER -

[ )

PROPELLER LOAD

-"';

N
FUEL cO pe= . 40

30

/ FUEL -

PROPELLER LOAD

20

ACCESSORY: -

TWIN DISC MARINE GEAR __|

-

10

L

_
1200 1400 1600 1800 2000
ENGINE SPEED - RPM
E4R-9122-12-2

ENGINEERING-TECHNICAL DATA DEPT. 7-1-68

FUEL - GAL/HR






