


BASIC ENGINE
MODEL 8V-71N DIESEL

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
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AIR TEMP 85°F, ELEV 500 FT,
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8V-71(2)

Division of Generai Motors Corporation MODEL 8V-71N DIESEL - AUTOMOTIVE

@ Detroit Diesel Allison BASIC ENGINE

71C5 INJECTORS, 1,484 TIMING

720

700

680

660

640

620
600

\_\
- 611 LB FT ]
2eo| d
245 BHP ]
240 —1
& -
% 220 &
B SO
2 Wb~
& 200 \&g&/
fas]
] 9“\} I
ﬁ 180 ©
e P 1
160 4/ RATED POWER OUTPUT ,__]
d GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
140

85°F - AIR INLET TEMPERATURE =

29,00 IN, HG - BAROMETER (DRY) —

1000 1200

1400 1600 1800 2000 2200
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E4-7081-52-31

ENGINEERING-TECHNICAL DATA DEPT. 6-30-72
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GENERAL MOTORS CORPORATION

DETROIT DIESEL ENGINE DIVISION

ENGINEERING-TECHNICAL DATA DEPT,

Rev. 10-9-62

BASIC ENGINE
MODEL 8V-T1N DIESEL
N60 INJECTORS
— o 800 .
T T171].. -
700 LB FT
- 200
770 LB FT + )
650
e 680 LB FT ] 2
= 500 &
TORQUE 550 O
280 BHP a
280
260
—t~
240 7
220 8 )% .\- 233 BHP
o K94
5 S
g 200
A /%
7 Sf
8 180 47
. S
160
é‘ RATED POWER OUTPUT
7 GUARANTEED WITHIN 5% AT 7
140 . SAE STD AMBIENT CONDITIONS:- -
AIR TEMP 85°F, ELEV 500 FT,  _
120 ‘ DRY AIR DENSITY . 0705 LB/CU FT
7 MAXIMUM CONTINUOUS _ |
SPEED - 1800
100 RPM
74
80 460 B
.440 &
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x - . 420 =~
| | FUEL CONSUMPTION s00 R
il — 380 4
| n 560 2
» h 1
- |
0 400 800 1200 1600 2000 2400
ENGINE SPEED - RPM E4-7081-52-2




8V-71 2)

Division of General Motors Corporation MODEL 8V-71N DIESEL

@ Detioit Diesel Allison BASIC ENGINE

7IN5 INJECTORS

700
611 LB FT — {650
600
250
| )245 BHP _ |
240
230 p
//
(
220 )/
a1
o % 210 Qo‘é /
<% % /(
% ¥
w0 3 4
& 200 & 7
and //
=
5 190 2% //
e
c /
180 RATED POWER OUTPUT -
GUARANTEED WITHIN 5% AT
-0 / SAE STD AMBIENT CONDITIONS:
1 -/ 85°F - AIR TEMPERATURE -
/ 29.00 IN. HG - BAROMETER (DRY) —
160 / OR N
60°F - AIR TEMPERATURE
29,92 IN, HG - BAROMETER (DRY) ]
150
.400
.380
.360

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800 2000 2200

ENGINE SPEED - RPM E4-7081-59-13

Rev, 4-14-T72
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8V-T1(4)

Division of General Motors Corporation MODEL 8V-71N DIESEL - AUTOMOTIVE
C55 INJECTORS, 1.460 TIMING

@ Detroit Diesel Allison BASIC ENGINE

=~
734 LB FT L7140 &
i__
- 1220 A
o
TORQUE =)
_fes0 5
~ 657 LBFT | &
ey | e
2so| J
260 | - 263 BHP _|
5 240 P
2
2 ST
E 220 Qgﬁ‘? >
e
3 »
2 ey 1
" 200|> 1 & P
% W 1
& 180§ Z
P RATED POWER OUTPUT
160 d GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F - AIR INLET TEMPERATURE
140 29.00 IN, HG - BAROMETER (DRY)
|
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1.440 o
420 &
.
.400 9
380 1
360 &
I =
£

1000 1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
D E4-7081-52-32

ENGINEERING-TECHNICAL DATA DEPT. 6-30-72




or
G

320

300

280

260

240

220

BRAKE HORSEPOWER
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DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 8V-71N DIESEL
N65 INJECTORS
ADVANCED CAMSHAFT TIMING

ENGINE SPEED - RPM
E4-7081-52-22

ENGINEERING-TECHNICAL DATA DEPT. 8-13-68

800 LB FT
1 800
- e
— | 760 LB FT _J775
~+—
750
TORQUE
— RATED POWER OUTPUT
_ GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F - AIR TEMPERATURE
— 29,00 IN. HG - BAROMETER (DRY)
/ 304 BHP |
/
f//
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o
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/1
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/
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. 460
. 440
T FUEL CONSUMPTION 420
. 400
. 380
1200 1400 1600 1800 9000 2200

TORQUE - LB FT

FUEL - LB/BHP HR




8V-71(6)

TORQUE - LBFT

‘)w\ Detroit Diesel Allison BASIC ENGINE
k Division of General Motors Corporation MODEL 8V-71N DIESEL - AUTOMCTIVE
C60 INJECTORS, 1.460 TIMING
770 LB FT I780
760
e ——
ORQUE B ] 740
TORA s 720
~4< 700 LB FT |
\‘ 700
300'
280 BHP __|
280 -
' ail
260 L~ I
% HEP=
B 240 £
2 S
m 095
% 220 5L
oal | -g,?‘?x’/
5 200 P
"4
a o]
m J
180 — RATED POWER OUTPUT -
Y GUARANTEED WITHIN 5% AT
. eol d SAE STD AMBIENT CONDITIONS: -
85°F - AIR INLET TEMPERATURE
29,00 IN, HG - BAROMETER (DRY)
140
1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM 470815233
ENGINEERING-TECHNICAL DATA DEPT. 6-30-72




BASIC

ENGINE

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

MODEL 8V-71N DIESEL

N60 OR N65 INJECTORS

—
=
730 I:B FT 740 <9
| - 720 9
TORQUE \l\ 680 3,
660 &
=
280
260 ,F/
240
@ 239 BHP
)
z 220 &
: S
= 200 &
2 74
2 &
180 g /
X <&
= &
g 160 &
&
140 SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT
120 T T T T
/1 MAXIMUM CONTINUOUS
100 SPEED - 1800 RPM .
&
. 440 2
. 420 a
| | FUEL CONSUMPTION (N60) 400
o [ $ i ; .
o]
| <3
800 1200 1600 2000 2400
ENGINE SPEED - RPM
E4-7081-52-8
ENGINEERING-TECHNICAL DATA DEPT. Rev. 7-26-63




8V-71(8)

&

Detroit Diesel Allison BASIC ENGINE

Division of General Motors Corporation MODEL 8V-71N DIESEL - AUTOMOTIVE
C65 INJECTORS, 1.484 TIMING
ADVANCED CAMSHAFT TIMING

800 LB FT
 —
— T~ 760 LB FT —1730
320 740
300 304 BHP __|
e
280 A
" g
=] .
% 260[ Q& LA
)
2 o
w0
= 240 O&Q‘
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s
S/
£ I Qgﬁ' 4
¥ 220 >
2 |
200 - i
P
7
180 /
160 RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:-
85°F - AIR INLET TEMPERATURE
29,00 IN. HG - BAROMETER (DRY)

1000

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

E4-7081-52-34
6-30-72

TORQUE - LB FT




8V-7IN (9

)

Division of General Motors Corporation DIESEL ELECTRIC STANDBY POWER
WITHOUT FAN
N70 INJECTORS

@ Detioit Diesel Allison 8V-71N ENGINE

P ——— P
THIS RATING APPLIES TO ENGINES USED
290]_ FOR STANDBY ELECTRIC POWER SYSTEMS | [
WHICH MUST DELIVER RATED POWER CON- 585 DHP | 290
TINUOUSLY FOR THE INTERVAL BETWEEN
280k~ INTERRUPTION AND RESTORATION OF THE e -
= NORMAL POWER SOURCE, | 280
|
c% 270 1@2"// -
<%
= Q@‘xx "/ [ 270
£ 260] S5 !
=z | & 260
?: 250' s 1/ L L
o e 1 | B | 250
o 4 RATED POWER OUTPUT I
240 14 GUARANTEED WITHIN 5% AT +
: 239 BHP SAE STD AMBIENT CONDITIONS:- 240
| 85°F - AIR INLET TEMPERATURE
230 - 29,00 IN. HG - BAROMETER (DRY)
| ] A T O B I
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
120§ | -
FUEL SPECIFIC GRAVITY -
= .853 AT 60°F 50
~ ! . L~
@ 100 | L. [ 45
' - t | /ﬁ 40
= | ' B
= " I e 2= 35
| ! -
~ i
=60 200 W » -3
S : Vs W o=
2 :;4Lg 00 B 1L -
40 — | 20
::j-—L-L-—-ih-L--J---i---J-----J---Jh-d 15

60 80 100 120 140 160 140 200 220 240 260 290 300

BRAKE HORSEPOWER -
E4-7085-52-2

ENGINEERING-TECHNICAL DATA DEPT. Rev, 12-1-72

METRIC HORSEPOWER

FUEL RATE - KILOGRAM/HR




8V-71N (10)

&

Detroit Diesel Allison

Division of General Motors Corporation

8V-TIN ENGINE

DIESEI. ELECTRIC PRIME POWER
{WITHOUT FAN)

—— m
240] RATING APPLIES TO ENGINES USED 240 BHP 244
FOR UTILITY POWER SYSTEMS THAT 4 i
MUST OPERATE CONTINUOUSLY AS L.240
235] THE NORMAL POWER SOURCE WITH /|
MAXIMUM INTERVALS BETWEEN / 236 -
. OVERHAULS, / L =
= 230 | i oqp 2
" —°% 5
Z r y
8 -5
% 225' ‘QQ)Q‘ / 228%
2t £ - c
C -
= 220|: . Qéj _2_49
| 9
Y. | . . /. ool
o 1 __2..0m
& 215[ /] =
/ ‘ 216
T ~ SAE STD AMBIENT CONDITIONS:- L
210 / -L 85°F - AIR INLET TEMPERATURE | 45
t . ( 29.00 IN, HG - BAROMETER (DRY) _
! ! | -
205 0 T O T Y
205 BHP | -
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
100 : R : =
- FUEL SPECIFIC GRAVITY - {-- oz
= .853 AT 60°F 42 g
.EE 8]0 1ol ! “Lﬁi s / 35 o
- ; 34 g
! — 1 N Sl B et C 30 Q
260 | i oo =" 3
g 1 y/ 26
o — oM C 22
i ,..’ - a0 3 .
['j 40' r" — 1 \:)0 E . E
£ ;/ gis 14
20 ol B | 10;3
| | 2
40 G0 0 100 120 140 160 180 200 220 240

BRAKE HORSEPOWER £4-7085-52-3

R-18-72




GENERAL MNDTORS CORPORATION
SERIES V-TIN
MODEL 7083-7000
(8V-71N ENGINE)
PERFORMANCE WITH STANDARD EQUIPMENT
_ N60 INJECTORS —_
——T — | [ ]
| TORQUE 750 &
749 LB FT = 700 5
"‘_\* 650 ;:é
650 LB FT 600
e
260 —# 260 BHP
240
220
o
g 200
2 180 6\ ACCESSORIES:
& 7 FAN - 34" 8 BLx 3" P W
T 160 y .75 : 1 RATIO
v 71T GENERATOR - 24V, 20 AMP
= / I
gg 140 / MAXIMUM CONTINUOUS
7 SPEED — 1800 RPM
" RATED POWER OUTPUT N
120 GUARANTEED WITHIN 5% AT -
SAE STD AMBIENT CONDITIONS:- |
100 AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT | &
—t o,
FUEL CONSUMPTION i
CONTINUOUS RATING 420 &
i . J=_—- =1 400
- ) D
.380 3
) =
800 1200 1600 2000 2400
ENGINE SPEED - RPM
E4-7083-52-1
EMGINEERING-TECHNICAL DATA DEPT. 7-6-62




‘&\ Detroit Diesel Allison
Division of General Motors Corporation

8V-71N ENGINE
MODEL 7084-7010 & 3010
LISTED RATING FOR CENTRIFUGAL
FIRE PUMP ENGINE
UNDERWRITERS' LABORATORIES
FACTORY MUTUAL

A F T F 11 803 LB FT
730 LB FT
TORQUE
—— — —— — — MAXIMUM OVERLOAD
'RATED LOAD
360 :
321 BHP |
320 1 'l 1
a -1 I 292 BHP
280 @ﬁ?oqﬁ T
e
—
»gg wo - //
[ ‘Bﬁ - o
= 240 . 258 BHP
Z n P
; 200 P ', \
z | 4+ ' MAXIMUM \
S 160 GOVERNED
2 SPEED ————1tm
< !
@ 120k CERTIFIED RATED PERFORMANCE FOR: |
| 60°F (15.56°C) - AIR INLET TEMPERATURE
0l _ 29.92 IN, HG (101,31 kPa) - BAROMETER (DRY)
400 9/23/77 \
) A

1200

ENGINEERING-TECHNICAL DATA

DEPT.

1400

1600 1800 2000 2200

ENGINE SPEED - RPM E4C-7083-52-3

Rev, 9-23-77

850
800
750
700

TORQUE - LB FT




DETROIT DIESEL ENGINE DIVISION
GENERAL MOTORS CORPORATION
SERIES V-T7T1N INDUSTRIAL
8V-71N ENGINE
PERFORMANCE WITH STANDARD EQUIPMENT
N65 INTJECTORS
ADVANCED CAMSHAFT TIMING

BB e |
"~ 769 LB FT N
775 m
— 750
"~ 0 LBFT |~
TORQUE - | 725 &
700 &
O
-
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:-
85°F - AIR TEMPERA TURE
29.00 IN. HG - BAROMETER (DRY)
00
3 284 BHP
il
280 -
P
[ae1
= 260 @ﬁ‘,zy
= <,
& X7
E 240 S
w {j,-
~ ?‘}-
8 Y L
” 220} 7/
ot .
< rd
& 200 /]
g ACCESSORIES:
FAN - 34" 8 BL x 3.17" P.W.
180 — .75:1 RATIO
GENERATOR - 24V, 20 AMP
160 =
[al]
o
.460
— ~
b~ .440 8
I
.420
[£a]
=
} =
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-7083-52-13

ENGINEERING-TECKNICAL DATA DEPT. 8-15-68




360

320

280

240

160

BRAKE HORSEPOWER

120

80

40

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
8V-T1N ENGINE
MODEL 7084-7010 & 3010
APPROVED RATING FOR CENTRIFUGAL FIRE PUMP ENGINE
'UNDERWRITERS' LABORATORIES
FACTORY MUTUAL

200,

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

P ol ——-q-—p._._h__-_-- I8(}3IJBF"I‘
730 LB FT
TORQUE
—_— —— = == — MAXIMUM OVERLOAD
RATED LOAD
321 BHP |
-t 1 I 292 BHP
aﬁﬁvo‘“ﬁ o |
) 1
‘E.“ 4 s’
53’& -
}k 258 BHP
/
P
4'
=) L~ MAXIMUM
GOVERNED
SPEED ==
- CERTIFIED RATED PERFORMANCE
FOR 60°F AIR TEMPERATURE,
29,92 IN, HG (DRY) BAROMETER
N‘ Z(l %M
H.U. FUHRMANN 10/10/68
111
1200 1400 1600 1800 2000 2200

E4C-7083-52-3
Rev, 10-15-69

850
800
750
700

TORQUE - LB FT




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

SERIES V71 MARINE
8V-71N WORK BOAT
N55 INJECTORS

TI1 1T 11 T T T 171711
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
240 85°F - AIR TEMPERATURE
29.00 IN. HG - BAROMETER (DRY)
230 SHP
220' @ A 7
i 45
O
200 2
% A
< >4
180 ogﬁ;/— '
R d
&> POWER -
160 - PROPELLER 1OAD
o p
®m
B 140 7 7
5 /
B 120 /
2
& 100 ACCESSORIES: )
By ALLISON MARINE GEAR
% RAW WATER PUMP —
80 GENERATOR 24V, 20 AMP _
80
,/
40 \ 16
20 oNsUMPTION 12
FUELC
0 e g
/’( |
— FUEL -
" PROPELLER LOAD 4
. Jo
1000 1200 1400 1600 1800

ENGINE SPEED - RPM E4-7082-52-1
ENGINEERING-TECHNIGAL DATA DEPY. Rev, 9-22-69

FUEL - GAL/HR




DETROIT DIESEL ENGINE DIVISION

SERIES V71 MARINE
8V-71N CREW BOAT
N60 INJECTORS

GENERAL MOTORS CORPORATION

T 1ttt 1017 1T 11
- RATED POWER OUTPUT
2800_ GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:- 272 QHP
- {7 B85°F - AIR TEMPERATURE
260 29,00 IN, HG - BAROMETER (DRY) — 7
1] /
O\-ﬂ?ﬁk rai
240 Q&ﬁ’Q '_.A_V L V.4
60__ /
Q“ |
220 A
o°/
[ f@’ y -
200 / -
& / y, POWER -
% 180 Z. PROPELLER LOAD
Q /
=
23 160
Q i} //_.. N
£ 110 /
< /
= _._,.|. - . JUNNU WY UNID SR S
120 ACCESSORIES:
L i 1 1 | ALLISON MARINE GEAR
166 RAW WA ['ER PUMP
GENERA MOR 24V, 20 AMP
]
//
60 ,/
FUEL CO‘:‘_E‘}}_W—--‘ —
40 e = -
1 — /1
/,«-P‘f‘ FUEL -
- “PROPELLER 1LLOAD
T ——___,— MAT
1200 1400 1600 1500 2G00 2200

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

Ei- 7082-52-2
Rev., 3--1-69

FUEL - GAL/HR




e

g

Foermon
DIESEL

DETROIT DIESEL ENGINE DIVISION
GENERAL MOTORS CORPORATION
SERIES V71 MARINE
8V-71N PLEASURE CRAFT
ADVANCED CAMSHAFT TIMING
N70 INJECTORS

_ RATED POWER OUTPUT
| _GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:-
™  85°F - AIR TEMPERATURE
— 29,00 IN, HG - BAROMETER ( DRY)
360 - i
320 _,__ﬁ_ 325 SHP _|
2 ==l
< ?;.. -/._-.m -
280 5@20« -l .
< k\O?‘ _A7
Bl 240 oﬁai’i ﬂ{
=) gkﬁ?’, = 7T~ POWER - =
3 Vs PROPELLER LOAD
- i |
& 200 L bos
2 L~
& . .
E 160 o
b
< 10 7 ACCESSORIES:
# ALLISON MARINE GFAR
- / RAW WATER PUMP
30 GENERATOR 12V, 25 AMP
e
40
1ON
SUMPT R o i
hapems —
"
p— /
o FUEL - —
A _| _PROPELLER LOAD __
ot
s’
— ;z - _—
-
P‘"‘-——-
1200 1400 1600 1800 2000 2200 2400

ENGINE SPEED - RPM
E4-7082-52-3

ENGINEERING-TECHNICAL DATA DEPT. Rev. 1-3U-69

20

16

12

FUEL - GAL/HR




8V-T1T(1)

Division of General Motors Corporation MODEL 8V-71T DIESEL - AUTOMOTIVE
C65 INJECTORS, 1.460 TIMING
T18A40 TURBOCHARGER (1.50 A/R HSG.)

@ Detroit Diesel Allison BASIC ENGINE

865 LB FT 880
I 860 :
—
L 840
]
E 820
TORQU - 3
N 800 &
] =
770 LB FT _ 780 O
320 Ny ! { 760
308 BHP —
300 //'
o
B 280 |
5 e
% I @¢ A
< <
E 260 QOQ@
$
O Qgﬁ" Ve
5
. 240 ") -b/ E
ﬁ - RATED POWER OUTPUT =
& 220 p GUARANTEED WITHIN 5% AT ]
// SAE STD AMBIENT CONDITIONS: -
7’ 85°F - AIR INLET TEMPERATURE ]
200 29.00 IN. HG - BAROMETER (DRY) -
180 «
fusd
&
FUEL CONSUMPTION 420 18
— - . 400 ﬁ
.380 1
[
=
o]
=
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM E4-7081-32-6

ENGINEERING-TECHNICAL DATA DEPT. Rev. 6-30-72




8V-71T ()

‘&\ Detroit Diesel Allison
Division of General Motors Corporation

TV8101 TURBOCHARGER (1.60 A/R HSG.)

BASIC ENGINE
MODEL 8V-71T (OTM)
C65 INJECTORS - 1.460 TIMING

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600

1800 2000 2200

ENGINE SPEED - RPM

E4-7081-32-16
Rev. 7-31-75

950
910 LB FT 925
¢ 900 ™
——r— M
. 875 *f
TORQUE i 850 &
\_‘\ 825 @
~ L 800 ©
<770 LB FT 3
e 775
750
320
—# 308 BHP
300 L "]
g f) ] //
2 280 ﬁ;ﬁ.o*'tx /r
) i
% Q&OQ‘ Z
42]
Qoﬁ 260 Q‘?g’ﬁz/ I
T 9/ I
g 240 |
| 1
o ,/
M v
220 Wa RATED POWER OUTPUT
,/ GUARANTEED WITHIN 5% AT
200 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN. HG (98.19 kPa) - BAROMETER (DRY)
&
s
FUEL CONSUMPTION 1. 400 =
[sn
A 390
/k ?ﬁ
" 380
|
370 43
=
- o
&9

DE 3769




8V-T1T(2)

‘&\ Detroit Diesel Allison
Division of General Motors Corporation

BASIC ENGINE
MODEL 8V-71T DIESEL - AUTOMOTIVE
NT70 INJECTORS, 1.484 TIMING

T18A40 TURBOCHARGER (1.50 A/R HSG.)

920 LB FT
TORQUE P ‘"\
\ o
= 838 LB FT
40
3 B 335 BHP —]
320 %
f P 1
d |
& 300 <
: 2 ]
g 280 Q&ﬁ" P
%
2 L
8 260 )
: y 1
o'
& 240 ,/ %
7/ RATED POWER OUTPUT -
220 GUARANTEED WITHIN 5% AT ]
SAE STD AMBIENT CONDITIONS: -
85°F - AIR INLET TEMPERATURE
200 29,00 IN, HG - BAROMETER (DRY) =

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800
ENGINE SPEED - RPM

2000 2200
E4-7081-32-5
Rev. 6-30-72

940
920
900
880
860
840
B20

TORQUE - LB FT




8V-71T

©)

|&\ Detroit Diesel Allison
Division of General Motors Corporation

BASIC ENGINE
MODEL 8V-71T (OTM)
N70 INJECTORS - 1.484 TIMING

TV8101 TURBOCHARGER (1.60 A/R HSG.)

958 LB FT
F-u..__..‘
[
TORQUE ]
| h 838 LB FT
|
| {335 BHP[ |
320
Q._!f:
% 300 Qoﬁﬁ’
z Ry
5 &
£ 280 }‘/
= <
¢ 2] ?:&
.t Q,Q" A
S 7
E 260 //
2 W4 RATED POWER OUTPUT
% 240 / GUARANTEED WITHIN 5% AT
g SAE STD AMBIENT CONDITIONS: -
7 85°F (29.4°C) - AIR INLET TEMPERATURE
220 29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY)
200

1200 1400 1600
ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

1800 2000 2200

E4-7081-32-15

11-22-74

975
950
925
900
8756

.400
.390
.380
.370

TORQUE - LB FT

[al}
jasi
~.

- LB/B

[

FUE

DE 3769




8V-T1T(3)

)

Detioit Diesel Allison

Division of G_eneral Motors Corparation

965 LB FT

BASIC ENGINE
MODEL 8V-71T DIESEL - AUTOMOTIVE
N75 INJECTORS, 1.484 TIMING
T18A40 TURBOCHARGER (1.50 A/R HSG.)

980

960

-

I940

MaSw

Jozo

TORQUE

g !900
— 875 LB FT ™ |
880

860

360 _
4350 BHP
340 P
A

320 //
o Qo°‘$$ o
=

300 )
E @0&1/
% 280 &gg’ )
=] ) //
2] e 1
¥ 260 /
P 4
m /| RATED POWER OUTPUT —

240

220|,

GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS: -
85°F - AIR INLET TEMPERATURE ™
29,00 IN, HG - BAROMETER (DRY) —

200

1200

1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800
ENGINE SPEED - RPM

2000 2200
E4-7081-32-7
Rev, 6-30-72

TORQUE - LB FT




8V-71T (8)

~ @ Detroit Diesel Allison

Division of General Motors Corporation

BASIC ENGINE
MODEL 8V-71T (OTM)

N75 INJECTORS - 1.484 TIMING

TV8101 TURBOCHARGER (1.60 A/R HSG.)

990 LB FT
F
i—-..__.---.
TORQUE ~t—875 LB FT
)
360
4 350 BHP
340 ol
o
§ 320 2 _ |
ot
e 7
4] *2\'0
& $
o Qﬁg
o 280 ) I
&
< I’ v
& 260 //
| p
240| // RATED POWER OUTPUT -
| /] GUARANTEED WITHIN 5% AT i
29 ol / SAE STD AMBIENT CONDITIONS: - “F

85°F (29.4°C) - AIR INLET TEMPERATURE

29,00 IN, HG (98,19 kPa) - BAROMETER (DRY)

FUEL CONSUMPTION
\\ oo
[l . el
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4-7081-32-14
11-22-74

1020 &
980 3
940 '

€3]
900
860 5

[_.1

DE 3769




8V-71T

(9)

‘&\ Detroit Diese! Allison
Division of General Motors Corporation

MODEL 8V-71TT
N75 INJECTORS
TV8101 (1.39 A/R) TURBOCHARGER

=
£ 5]
@
—
I
=
A 900 &
\\ 8§21 LB FT | g
320 N §800
305 BHP __|
300 ¢
/1
o 280 3
= 7
&) ' <A
& I 2P d
£ 260 &/
m >
& Wi
2 sao] &
240
< 7
2 220 / 1
M /
// RATED POWER OUTPUT

GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS-—

85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY)

FUEL CONSUMPTION

|

\3{

1000 1200 1400

1600

ﬂ_

1800 2000

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

E4-7081-32-21
10-17-75

.420 £
400 =%
.380 f‘
.360 3

B/B

FUE

DE 3769




8V-71T (10)

Division of General Motors Corporation N75 INJECTORS - 1,496 TIMING
TV8101 TURBOCHARGER (1.39 A/R HSG.)

$ \ I . BASIC ENGINE
‘& Detroit Diesel AlISON | vopEL sv-71TA DIESEL - AUTOMOTIVE

[_q
1041 LB FT 1060 B
+— - I1020 &
| ""-\._. |
TORQUE "\\ 980 =
- 940 &
&
| ™l 875 LB FT 900 8
360| I
[ /______,350 BHP4
340 S
//
& 320 &I
: S%d
: 5%
= 300' @Q‘/
& o /]
) e
z 280 l/
2 G
gg 260 /
// RATED POWER OUTPUT
240 / GUARANTEED WITHIN 5% AT
/ SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE —
220 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)__
i oo
fus
FUEL CONSUMPTION 400 =
\\ — o .390‘93—
P 380~
~~ —1"] .370 3
23]
o
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-7081-32-17
ENGINEERING-TECHNICAL DATA DEPT. 9-11-75

CE 3769




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

ETRO
TIESEL BASIC ENGINE
MODEL 8V-71TV DIESEL
N65 INJECTORS

WBP BLOCK
865 LB FT 875
850
= 825
TORQUE
—I800
N 770 LB FT
\* T75
750
320
308 BHP
300 }ﬂ/
. =5
m 280 Q _|
5 <
E 260 1\7’]/
V.
0 re
)
S 240 /]
§ 220
7 RATED POWER OUTPUT
// GUARANTEED WITHIN 5% AT
200 /! SAE STD AMBIENT CONDITIONS: -
85°F - AIR INLET TEMPERATURE
160 29,00 IN, HG - BAROMETER (DRY)
.42
| . FUEL CONSUMPTION .40
.38
|
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4R-7081-32-14

ENGINEERING-TECHNICAL DATA DEPT. Rev. 5-26-70

TORQUE - LB FT

[ T ]
FUEL - LB/BHP HR

(=]




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

DETRON
DEse BASIC ENGINE
MODEL 8V-71TV DIESEL
N75 INJECTORS
WBP BLOCK
965 LB FT |
i 975
"""--..._i l950
TORQUE 025
900
\L\ 875 LB FT
875
360
350 BHP
340 4
/
320 /
o
Z 300 o2
e <P
2 %
280 "/
g
=]
E 260
m RATED POWER OUTPUT
240 ,/ GUARANTEED WITHIN 5% AT
/ SAE STD AMBIENT CONDITIONS: -
290 /f 85°F - AIR INLET TEMPERATURE
ral 29,00 IN, HG - BAROMETER (DRY)
200
420
Tt FUEL CONSUMPTION 400
380
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4R-7081-32-18
Rev, 5-26-70

TORQUE - LB FT

FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DI

GENERAL MOTORS CORPORATION

8V-71TV STANDBY GENERATOR SET
RADIATOR COOLED
N80 INJECTORS
NET HORSEPOWER AT FLYWHEEL

VISION

R

.‘
4
4

290

BRAKE HORSEPOWI

285

280

ACCESSORIES:

FAN - 36" 8BLx31/16" P, W,
.82:1 DRIVE RATIO

RATED POWER OUTPUT

)4 GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F - AIR TEMPERATURE
29,00 IN, HG - BAROMETER (DRY)

1500 1600 1700
ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

1800

E4R-7085-32-2
5-17-68




8V-T1T (&

S}

Detroit Diesel Allison

Division of General Motors Corporation

8V-71T ENGINE
DIESEL ELECTRIC PRIME POWER
(WITHOUT FAN)

| T18A40 TURBOCHARGER (1.32 A/R HSG.)

___*_ PRl
RATING APPLIES TO ENGINES USED
FOR UTILITY POWER SYSTEMS THAT ]
MUST OPERATE CONTINUOUSLY AS
THE NORMAL POWER SOURCE FOR  __
ool WHICH THE AVERAGE FUEL RATE 280 BHP
- DURING ANY 24 HOUR PERIOD OF /f
= SERVICE DOES NOT EXCEED THE i B
% 270l FUEL RATE FOR THE CORRESPOND- _ §
g, ING CONTINUOUS INDUSTRIAL -
=l ENGINE RATING. ~
o ,
s B lsao‘es’ L
= -
% 250 B ¢
; -
ot A 1 !
m 7 4 | -
240 Bppe SAE STD AMBIENT CONDITIONS:-
. ~+-+-t  85°F - AIR INLET TEMPERATURE
_WL | S S S B 29.00 IN, HG - BAROMETER (DRY)
| N I O O O
: ! ‘L i 1- |
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
120
| ‘ [ [ / [ | } L
" FUEL SPECIFIC GRAVITY - f ﬁ‘— -
100 853 AT 60°F — —
52 * i !
: R e e i :
1 80 L L l __i_ - o
5 ; ‘
> 100 w2 =t Y
= 60 ‘o ‘ L
i | N ?\?N\ L
2 =L
! i | i
B 40 /;Sf/ - :rf_*-[ —+——4--® FUEL RATE FOR CONTINUOUS
] - .| INDUSTRIAL ENGINE RATING
|
20
60 S0 100 120 140 160 180 200 220 240 260 280
BRAKE HORSEPOWER E1-70%5-32-2
8-16-72

ENGINEERING-TECHNICAL DATA DEPT.

280

™~
-]
o

Ly
&
[N
METRIC HORSEPOWER

o
L

o]
H~
o]

54
50
16
42
38
34
30
26
22

18
14

10

2]

L 240

FUEL RATE - KILOGRAMS/HR




8V-71T ()

- \ L ) 8V-71T ENGINE
& Detroit Diesel Allison DIESEL ELECTRIC STANDBY POWER
k Division of General Motars Corporation WITHOUT FAN
N90 INJECTORS
T18A40 TURBOCHARGER (1.32 A/R HSG.)
THIS RATING APPLIES TO ENGINES USED 280
FOR STANDBY ELECTRIC POWER SYSTEMS '
3701 WHICH MUST DELIVER RATED POWER CON- )370 BHP
TINUOUSLY FOR THE INTERVAL BETWEEN 7 370
& 360 INTERRUPTION AND RESTORATION OF THE
= NORMAL POWER SOURCE. rd -
o) ' »
£ 350 1 Ql
2 | & -
A 350
o Q
T 340 %
= R4
X o 10
< 4 3
g 330| /)
/| RATED POWER OUTPUT 1330
320 4 GUARANTEED WITHIN 5% AT i
323 BHP SAE STD AMBIENT CONDITIONS:- 420
o 85°F - AIR INLET TEMPERATURE T
L 29.00 IN, HG - BAROMETER (DRY) -
| Lt L L
1500 1600 1700 15800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
| |
- FUEL SPECIFIC GRAVITY 70
140 o
?E .853 AT 60°F | L o
- | T ; T =
| 100[ - A -0
£ ‘ A’ | 40
2 I 1800
o 60' = oM . 30
=] =it 20
2 20] S o i 10
N
1
- R0 120 160 200 240 280 320 360 400
3 BRAKE HORSEPOWER
E4-7085-32-1
b
& | ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-1-72

METRIC HORSEPOWER

FUEL RATE - KILOGRAM/HR




340

300

260

220

180

SHAFT HORSEPOWEE

140

100

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

SERIES V71T MARINE
8V-71TV INTERCOOLED
CREW BOAT
N70 INJECTORS

| ACCESSORIES:
- ALLISON MARINE GEAR
. RAW WATER PUMP
GENERATOR 24V, 20 AMP
R_ ]
i OWEL 340 SHP
< “O?‘Sﬁf )/ AL 1 S SO (N
NG
LT / I
POWER -
PROPELLER [LOAD
v RATED POWER OUTPUT -
A GUARANTEED WITHIN 5% AT _
Ve SAE STD AMBIENT CONDITIONS: -
85°F - AIR TEMPERATURE
29,00 IN, HG - BAROMETER (DRY)
20
ON
. M TIOP
oL oMV — 16
1
e /
o
A FUEL - 12
7{ PROPELLER LOAD -
o] i
4
0
1400 1600 1800 2000 2200
ENGINE SPEED - RPM 47080522
Rev, 3-4-69

ENGINEERING-TECHNICAL DATA DEPT.

FUEL - GAL/HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

DETRON
DIESEL

SERIES V71T MARINE

8V-71TV INTERCOOLED

PLEASURE CRAFT

PERFORMANCE WITH STANDARD EQUIPMENT

N80 INJECTORS

L

|

T 1 1T ¥
— RATED POWER OUTPUT

_ GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS:-
— AIR TEMPERATURE 85°F

420L_ BAROMETER (DRY) 29.00 IN. HG

24

20

380 gsﬁvof'_"’" 7
WO et
ﬁbﬁﬂi iﬂ

340 1@)5
5 it
Z 300 r
=
B 260 POWER -
e — PROPELLER LOAD
x
E 220
o

180| )

4
140
.
100 -~
TION
SUMP
FuEL SO

=1
m N 16

FUEL -
PROPELLER LOAD

- 12
] b 8
" ACCESSORIES:
ALLISON MARINE GEAR
RAW WATER PUMP 4
CHARGING GEN. 24V, 30 AMP
HEEEENEEEN "
1400 1600 1800 2000 2200 2400
ENGINE SPEED - RPM
E4-7082-32-1
ENGINEERING-TECHNICAL DATA DEPT. Rev, 6-17-70

FUEL - GAL/HR




8V-T1T (12)

‘&\ Detroit Diesel Allison
Division of Genera! Motors Corporation

SERIES V-71TI MARINE
8V-71TI PLEASURE CRAFT
NS0 INJECTORS

THOS8A (.96 A/R) TURBOCHARGERS

85°F WATER TO INTERCOOLER
PERFORMANCE WITH STANDARD EQUIPMENT

R ————
Py T 60 1T 11
RATED POWER QUTPUT
GUARANTEED WITHIN 5% AT
500 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98,19 kPa) - BAROMETER (DRY)
?O\NE‘B L f425 SHP
400 ORSEY ="
+1 v
o« gRbY
= ATED '
= L
é s POWER - —
o 300 PROPELLER LOAD
O L/ )
T
£ | A
b
= /7
o
200
prd ACCESSORIES:
” ALLISON MARINE GEAR
~ RAW WATER PUMP
100 GENERATOR 24V, 30 AMP
N
yMPTIO :I
FUEL coNs et I
e =t p
— y |
71 FUEL- —
= PROPELLER LOAD__
/
/
//%(
,
1400 1600 1800 2000 2200 2400

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

E4-7082-32-4

1-19-72

15

10

FUEL - GAL/HR

DE 376%




| ’.\ BASIC ENGINE
e ma: . 8V-TITAE DIESEL - COACH
& Detroit Diesel AC“IS?'!: 7A50 INJECTORS - 1,466 TIMING
Division of General Motors Corparati TV7101 TURBOCHARGER (L. 23 A/R HSG.)
NO. 1 DIESEL FUEL
1977 CALIFORNIA APPROVAL
f_ —
— ﬁ
745 LB FT ~
*5 LB ¥ | -
TORQUE
] \
| N
F 570 LB FT
230 [ +—+® 228 Bur
—a
| -
S L
o <
E210 q&{’ '
o <O //
o <
2 e
2 &L
S 7
2 Z
190 <
< /)
A 4
/) SAE STD AMBIENT CONDITIONS:
/ 85°F (29.4°C) - AIR INLET TEMPERATURE
/ _ 29,00 IN, HG (98,19 kPa) - BAROMETER (DRY)
170
FUEL CONSUMPT]ON B e
___—--""_-
ﬁ_‘ '.
\tf’; _¢ -J
[ 1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM E4-7081-32-30
ENGINEERING-TECHNICAL DATA DEPT. Rev, 12-21-76

750
725 &
700 4
675 |
650 =
o]
625 3|
<
600 &
575
550




BRAKE HORSEPOWER

BASIC ENGINE
\ \ e wus - 8V-71TAE DIESEL - COACH
& ne"-'mtlg n"?gol?!snc!!lgaﬂonn TA55 INJECTORS ~ 1.466 TIMING
Division of General Moto P TV7101 TURBOCHARGER (1. 23 A/R HSG,)
NO. 1 DIESEL FUEL
1977 CALIFORNIA APPROVA L
W Ar_
792 LB FT =
TORQUE ™
T T\\
\\
N
\\
260 A
615 LB FT
— =% 246 Bup |
240 -
" -
IS P
\} P’
&)
&
':J
%
220 O
4
o7
%
200
// |
// SAE STD AMBIENT CONDITIONS:
p 85°F (29.4°C) - AIR INLET TEMPERATURE
/ 29.00 IN. HG (98. 19 kPa) ~ BAROMETER (DRY)
180
FUEL CONSUMPTION
—-""_—-
DU =
I 1

1200 1400

1600 1800 2000 2200
E4-7081-32-29
ENGINE SPEED - RPM Rev. 12_21_7(;

800

775
750

725
700
675
650

625
600

400

380
360

TORQUE - LB FT

HR

FUEL - LB/BHP

ENGINEERING-TECHNICAL DATA DEPT.




BASIC ENGINE

\ - - = 8V-71TAE DIESEL - COACH
\& net'm“-’ “Iesel A“Isnn TA60 INJECTORS - 1,460 TIMING

270

260

250

230

220

BRAKE HORSEPOWER

210

- 200

190

180

Division of General Motors Corporation TV7101 TURBOCHARGER (1.23 A/R HSG.)
NO. 1 DIESEL FUEL

1977 CALIFORNIA APPROVAL

*m_—. e
AT 841 LB FT
| 1
-‘+ ---.
TORQUE ~
__‘\- 6H3 LB T

—____J 262 BHP

v RATED POWER OUTPUT —
/ GUARANTEED WITHIN 5% AT .
/ SAE STD AMBIENT CONDITIONS:

85°F (29.4°C) - AIR INLET TEMPERATURE = ]
29,00 IN, HG (98.19 kPa) - BAROMETER (DRY) —

FUEL CONSUMPTION

L

—
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM

E4R-7081-32-51

ENGINEERING-TECHNICAL DATA DEPT. Rev, 12-21-76

| . INRN

850 [~
I
800 m
—1
750
700
650 %’
0
600
T
400 @
T
.380 9
.360 !

FUEL




| &\ Detroit Diesel Allison BASIC ENGINE
\ Division of General Motors Corporation 8V-71TAE DIESEL - AUTOMOTIVE
7A65 INJECTORS - 1.460 TIMING
TV7101 TURBOCHARGER (1.23 A/R HSG,)
»
1977 CALIFORNIA APPROVAL
974 LB FT __J1000
$— 3
] m
s 900 3
--..__\‘ |
— [£4]
\ 5
TORQUE 800
o~
770 LB FT_| S
700
320
308 BHP ]
300 i . | et
o Q:SS\ L~
= <0 7
2 280 OQ‘%&
(oW}
= {ﬁ)‘e\,
w2
g 260 Q)Q‘?’
3
s W
5] P
i 240 L] RATED POWER OUTPUT _
2 GUARANTEED WITHIN 5% AT .
220 SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE = —
29,00 IN. HG (98.19 kPa) - BAROMETER (DRY) —
200
e
jasy
. 420 &
FUEL CONSUMPTION =
LA00 <
— s
.380 4
|
.360 3
&
A D
1200 1400 1600 1800 2000 2200

IINGINE SPEED - RPM F4-7081-32-27

ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-21-76




Division of General Motors Corporation 8V-T1TAE DIESEL - AUTOMOTIVE

@ Detroit Diesel Allison BASIC ENGINE

7A70 INJECTORS - 1,460 TIMING
TV7101 TURBOCHARGER (1.23 A/R HSG,)

1977 CALIFORNIA APPROVAL

1100

1000

900

800

1040 LB F'T
[ —
#‘%._____.
‘l-n..- k
TORQUE B
\\ |
~$ 837 LB FT
340 ]
- 9335 BHP
320 P i
<>
@ 300Q %Q)Q P
3 o
& Ny
e 280 @Qy»,/
s
S A
260 y
£l
2 //
= 7
[ar
@ 240 Z RATED POWER OUTPUT —
GUARANTEED WITHIN 5% AT ]
220 SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE  —]
29,00 IN. HG (98.19 kPa) - BAROMETER (DRY) —
200
FUEL CONSUMPTION
—— "‘"’)
&——_ i
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM
E4-7081-32-28
Rev. 12-21-18

TORQUE - LB FT

FUEL - LB/BHP HR

ne a7sa




BASIC ENGINE

\ - - = 8V-71TAE DIESEL - AUTOMOTIVE
‘& nﬂtlm“-l nlese' Alllsnn TA75 INJECTORS - 1. 460 TIMING

Division of General Motors Corporation TV7101 TURBOCHARGER (1.23 A/R HSG.)

1977 CALIFORNIA APPROVAL

P R __
| | 1
I 1059 LB FT
l __---'\-.._
TORQUE ™
~
~.._875 LB FT
I
'_.
360
| B - 350 BHP
340 il
= e
3 320 P
o $
= L2 A
(%) Q»O v
& 300 S
s o¥ 4
=) v
¥
3 280 RATED POWER OUTPUT —
B GUARANTEED WITHIN 5% AT a
260 SAE STD AMBIENT CONDITIONS:
/ 85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY) —
240 /
B FUEL CONSUMPTION ]|
2
P
\‘-1'-.__ //
— s e——
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4R-7081-32-50

ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-21-76

1100

1000

900

TORQUE - LB FT

800

.410
.400 o
.390 A

.380 !
-
.370 s

HP HR

LB/

e avan




Division of General Motors Corporation

‘& nﬂtmlt’ nlesel A“Isn“ MODEIL 8V-7TITTAE DIESEL - AUTOMOTIVE

7A75 INJECTORS - 1,460 TIMING

TV7101 TURBOCHARGER (1.23 A/R HSG.)

1977 CALIFORNIA APPROVAL

—_—_—qﬁ
1100
% 1059 LB FT
— \‘
TORQUE \\\ 900
[~
:
921 LB FT 800
310
305 BUP
300 7
/
& 290 %
: s
S
= 280 Ty
7 &
o &
o = S
T 970 x4
b A
& &
% 5 /
% 260 2 RATED POWER OUTPUT ‘_
/ GUARANTEED WITHIN 5% AT N
250f / SAE STD AMBIENT CONDITIONS:
/ 85°F (29,4°C) - AIR INLET TEMPERATURE
/ 29,00 IN. HG (98.19 kPa) - BAROMETER (DRY) —
240
FUEL CONSUMPTION .400
.390
"’""\_____‘ —
] . 380
370
1200 1400 1600 1800 2000

ENGINE SPEED - RPM
E4-7081-32-25

TORQUE - LB FT

FUEL - LB/BHP HR

ENGINEERING-TECHNICAL DATA DEPT. Rev, 12-21-76

e







DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 12V-71N DIESEL
N56 INJECTORS
2
p———— -
| L~ 1100 LB FT {1100 =
=
| | 1000 "
TORQUE 986 LB FT _} 900 g
800
| &
=
400
//\ 394 BHP
360 e
o | /
£ 320 &}’4
2 QO/
2] &,
&% 280 oe-j
0 x4
o {y '/
4 240 &
g / RATED POWER OUTPUT _
200 P4 GUARANTEED WITHIN 5%AT |
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT, -
160 DRY AIR DENSITY . 0705 LB/CU FT =
I
MAXIMUM CONTINUOUS
SPEED - 1800 RPM
440 o
[ \ - 420 E
N FUEL CONSUMPTION 400 &
\ q
380
360 3
=]
M = l <9
0 400 800 1200 1600 2000 2400
ENGINE SPEED - RPM
E4-7121-52-1

ENGINEERING-TECHNICAL BATA DEPT.

e B 1 00262




12V-71(2)

T

B

TORQUE - LB

&\ Detroit Diesel Allison BASIC ENGINE
\ Division of General Motors Corporation | MODEL 12V-71N DIESEL - AUTOMOTIVE
71C5 INTECTORS, 1,484 TIMING
_--T
1020 LB FT
1020
T 1000
S~ 980
TORQUE NF
960
\—920 LB FT— P
vy 920
380F 900
367 BHP
y
360 Pre
//
340 L~
. L )y
m 320 \ g
2 | | QOQ\Q:
% 200l rod
5:) 300 Q,o /]
o @ /
g A l
g 280 3
n
A 260l V4 .
I / RATED POWER OUTPUT —_
240 ,-7 ' GUARANTEED WITHIN 5% AT _ ]
1/ SAE STD AMBIENT CONDITIONS: -
7 85°F ~ AIR INLET TEMPERATURE
220 // 29,00 IN, HG - BAROMETER (DRY) —
zool
FUEL CONSUMPTION §.420
.400
- 380
.360
1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM E4-7121-52-23
ENGINEERING-TECHNICAL DATA DEPT. 6-30-72




12V-71N @)

BASIC ENGINE

|&\ Detroit Diesel Allison MODEL 12V~71N DIESEL

Division of General Motors Corporation 7IN5 INJECTORS
1. 484 TIMING
m— sk
1020 LB FT II
1020
T~ 1000 &
P m
TORQUE 980 3
960 '
\ m
I | _Jos0 =
920 LBFT g
920
E..
380 900
367 BHP
]
360 P
’//
340| - L~
i d
~ .
20f !
s’ l i th\‘gb
o Q, /I %
& 300' 0439 A i
2 &
S &
oot Qy’
. 280 )
o
5 260 —
/' RATED POWER OUTPUT -
240 V. GUARANTEED WITHIN 5% AT ]
SAE STD AMBIENT CONDITIONS:
290l // 85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY) =~
L
200
o=
| m
o
FUEL CONSUMPTION .420
| 400 &
N e
oo
. 380 A
]
.360 1
]
W — g

1000 1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-7121-52-29

ENGINEERING-TECHNICAL DATA DEPT. 10-15-75




440

400

360

[ 2]
o
<

BRAKE HORSEPOWER
Do ¥
e o0
) =

200

160

120

BASIC ENGINE
MODEL 12V-71N DIESEL
N60 INJECTORS

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

ENGINEERING-TECHNICAL DATA DEPT.

Rev, 10-9-62

: 1250
NN 1200
1154 LB FT =
—— 1150 g,
[
TORQUE \ 1100 S
;+ 1050
I ) =
"1 Jo20 LB P 2 ?1050 LB FT _}1000 5
L~ - o
- 950 &
o
¥ 900 &
850
1/‘*— 420 BHP
"4
. RATED POWER OUTPUT pd
GUARANTEED WITHIN 5%AT 4
~ SAE STD AMBIENT CONDITIONS: - >
~ AIR TEMP 85°F, ELEV 500 FT, 9.;3 S 350 BHP
| DRY AIR DENSITY . 0705 LB/CU FT _|_ o 4.%
<% Qo\‘.o
, e’é@
AS
, MAXIMUM CONTINUOUS
V 4 SPEED - 1800 RPM
AY
' vV
.460
M
~ . 440 g
S 420 @
FUEL CONSUMPTION =)
Pt -_\ — .400 3|
—r .380
0 B
_ .360 &
— i i <7
0 400 800 1200 1600 2000 2400
ENGINE SPEED - RPM
E4-7121-52-2




12V-T1(4)

Division of General Motors Corporation | MODEL 12V-71N DIESEL - AUTOMOTIVE

@ Detroit Diesel Allison BASIC ENGINE

C55 INJECTORS, 1.460 TIMING

1120
1100 LB FT
1100 &
- ~
1060
TORQUE ~uy o
€3]
\1_\ 1040 5
N 1020 &
" O
1000 &
420| 986 LB FT _Igso
400 —I
394 BHP
380' Z
360 //
& Qqﬁ“
B 340 O
&, > |
€3] O& Vd
mn b d I
= 320 & /
E D
% 300
P~
[an}
280 y RATED POWER OUTPUT ]
Vv GUARANTEED WITHIN 5% AT ]
260 /| SAE STD AMBIENT CONDITIONS: -
7 85°F - AIR INLET TEMPERATURE
/47 29,00 IN., HG - BAROMETER ( DRY) —
240 / ]
/ =
220 420 &
FUEL CONSUMPTION g
400
380 flﬂ
.360 w2
%— 2
1000 1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM

E4-7121-52-24
ENGINEERING-TECHNICAL DATA DEPT. 6-30-72




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 12V-T71N DIESEL
N65 INJECTORS

ADVANCED CAMSHAFT TIMING

RN
1200 LB FT
1140 LB FT __|
¢
TORQUE
460 456 BHP
440
f/
420 W
//
400 &’Q;/
. o
5
Z 380 F
ot <
=) & /
w2
ﬂo’:u 360 Q?QS’
i
€]
i 340 /
<
ja sl {
M u 5
320 RATED POWER OUTPUT
/| GUARANTEED WITHIN 5% AT
300 )4 SAE STD AMBIENT CONDITIONS: -
7 85°F - AIR TEMPERATURE
/ 29.00 IN. HG - BAROMETER (DRY)
280 '
260
e FUEL CONSUMPTION
j |
1200 1400 1600 . 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT,

ENGINE SPEED - RPM

£E4-7121-52-17
8-13-68

1200
1160
1120

. 460
. 440
.420
.400
. 380

TORQUE - LB FT

FUEL - LB/BHP HR




12V-71(6)

BASIC ENGINE

() Detruit Diesel Allison
Division of General Motors Corporation | MODEL 12V-71N DIESEL - AUTOMOTIVE

C60 INJECTORS, 1.460 TIMING

1154 LB FT
P———
'N._\
TORQUE e
\.L\1 |
™S \1050 LB FT_]
420 420 BHP|__]
e
400
_ »
380 pd
&
360 Qo’*‘
o % /
2 ol %/
O 340 Qs) i
3 &y
2 %
ﬂoﬂ 320 / .
. 7 4 l
ﬁ 300 A
e A RATED POWER OUTPUT _ |
280 ,/ GUARANTEED WITHIN 5% AT
) V4 SAE STD AMBIENT CONDITIONS: -
V4 85°F - AIR INLET TEMPERATURE
260 29.00 IN. HG - BAROMETER (DRY) —
240
220
“_L

1000 1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

E4-7T121-52-25
6-30-72

1160
1140
1120
1100
1080
1060
1040

TORQUE - LBFT




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 12V-71N DIESEL
N60 OR N65 INJECTORS

pe
=
1150 :
1100 LB FT 1100 Jt
B 1
(/"" '|"' .| 1044 LB FT 1050
TORQUE 5~ 1000 &
o
&
400
/I
360 @Q:z pd
e & F 359 BHP
i 8)
2 320 | S
o S 7
& S
x4
<]
8 280 é&’
(== @f’ / -
8 40 @ / SAE STD AMBIENT CONDITIONS: -
p .34 AIR TEMP 85°F, ELEV 500 FT,
o2 A DRY AIR DENSITY . 0705 LB/CU FT
S
A T A
MAXIMUM CONTINUOUS
160 { SPEED - 1800 RPM
440 &
\\ = . 420 g
FUELI NSUMPTION 4003
i
o .380 4
[£3;
jo]
9
J
800 1200 1600 2000 2400
ENGINE SPEED - RPM
E4-7121-52-6

ENGINEERING-TECHNICAL DATA DEPT. Rev. 7-26-63




12V-71(8)

Division of General Motors Corporation MODEL 12V-71N DIESEL - AUTOMOTIVE

@ Detroit Diesel Allison BASIC ENGINE

C65 INJECTORS, 1,484 TIMING
ADVANCED CAMSHAFT TIMING

1200 LB FT 1220 &
1200 3
—] T~ 1180
E " 1160 =
TORQU 1140 LB FT ™ g
1140 O
E
460 456 BHP |
A
440 /
7’
420 //
/]
4
400 e
>
= | &/
iz LF
O 380 'ng yd
= &/
L] SV
& 360 & i
= | &Y
% 340
5
320
. RATED POWER OUTPUT —]
300 /] GUARANTEED WITHIN 5% AT ]
)4 SAE STD AMBIENT CONDITIONS: ~
| 85°F - AIR INLET TEMPERATURE —{
280 29,00 IN, HG - BAROMETER (DRY) —
260

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800 2000 2200

ENGINE SPEED - RPM
E4-7121-52-26

6-30-72




Ilet.mlt. Diesel Allison
Division of General Motors Corporation BASIC ENGINE
MODEL 12V-71N DIESEL
(2 VALVE HEAD)
71N5 INJECTORS
1000 LB FT
1000
>
980 &
UE ——
TORQ P~ 960 9
‘\ \
340 |
\n- 920 =
e
gy
™. 900 =
&
360 882 LB FT 880
| 1 |
353 BHP
320
e o
g _
o) Q\‘E’Q'
5 <°
(7] Qgﬁ’ -
& 280 & "/
O
5 <
g y
rd
240 ,/ RATED POWER OUTPUT
/) GUARANTEED WITHIN 5% AT ]
/’ SAE STD AMBIENT CONDITIONS:~
Vi 85°F - AIR TEMPERATURE
29,00 IN, HG - BAROMETER (DRY)
200 OR
60°F - AIR TEMPERATURE
29.92 IN. HG - BAROMETER (DRY)
.430 o
FUEL CONSUMPTION J. 420 m
.410 5
"\\
[ —— .400 1
-_— - -
T ol .390 =
=
B
1000 1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
_ E4-7121-51-2
ENGINEERING-TECHNICAL DATA DEPT. Rev. 4-14-72




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
SERIES V-71IN

MODEL 7123-7000

(12V-71N ENGINE)

PERFORMANCE WITH STANDARD EQUIPMENT

ENGINEERING-TECHNICAL DATA DEPT.

NGO INJECTORS ~ 1150 ¢
B
1130 LB FT NH'\\ 1100 o,
- 1050 =
TORQUE g
\T 990 LB FT 1000
400 ] 950 &
_A 396 BHP e
,
380 /
//
360
_—
P
340 "
A" 335 BHP
320
:
o 300
€3]
%
O 280
jo o]
=
% 260 ACCESSORIES:
5 FAN - 36" 8 BL x 3-1/16" P W
.75: 1 RATIO
240 GENERATOR - 24V, 20 AMP
I A | I R | | |
_ MAXIMUM CONTINUOUS
220 SPEED — 1800 RPM
RATED POWER OUTPUT
200 GUARANTEED WITHIN 5% AT 1
SAE STD AMBIENT CONDITIONS: -
180H / AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY . 0705 LB/CU FT g
6 1 o,
FUEL CONSUMPTION o
CONTINUOUS RATING . 420 3
- :J_.u - . 400 "ﬁ
1
T . 380 be.]
: 1 Fa
800 1200 1600 2000 2400
ENGINE SPEED - RPM
E4-7123-52-1

7-6-62




BEFROI
ESHL

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
SERIES V71N INDUSTRIAL
12V-71N ENGINE
PERFORMANCE WITH STANDARD EQUIPMENT
N65 INJECTORS
ADVANCED CAMSHAFT TIMING

1161 LB FT
1080 LB FT
TORQUE T ~ ] ]
440]__ RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT &
— SAE STD AMBIENT CONDITIONS:- <
4200 85°F - AIR TEMPERATURE /
| 29,00 IN. HG - BAROMETER (DRY)
rd
400 /)
x
380 >
=1
5 &7
= <%
' 360 Qg;/
w0 O
g N
T 340 *’//
=]
A ‘3’//
S 320 )4 —
A / ACCESSORIES:
FAN - 36" 8 BL x 3 1/16" P.W. —
300 .75:1 RATIO —]
GENERATOR - 24V, 20 AMP
280
//
260
- FUELICONSUMPTION
'--_-.
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM E4-7123-52-9

ENGINEERING-TECHNICAL DATA DEPT. 8-15-68

1200
1160
1120

1080

. 460
. 440
. 420
.400

- LB FT

]

QU

[0

FUEL - LB/BHP HR




DE 4033

12V-7IN (13)

&\ Detroit Diesel Allison
k’ Division of General Motors Corporation

12V-71N ENGINE

DIESEL ELECTRIC STANDBY POWER
WITHOUT FAN
N70 INJECTORS

THIS RATING APPLIES TO ENGINES USED
FOR STANDBY ELECTRIC POWER SYSTEMS
O] wHICH MUST DELIVER RATED POWER CON- 440
TINUOUSLY FOR THE INTERVAL BETWEEN 7430 BHP =
% 450] INTERRUPTION AND RESTORATION OF THE A "
5 NORMAL POWER SOURCE. el | 120
o -
i 400 PO e .
2 . S 100
o) QN a
R | ¢ .
< I P 380
= 7
5 360 b(
) 360 BHP | T =360
RATED POWER OUTPUT N
340 GUARANTEED WITHIN 5% AT i
SAE STD AMBIENT CONDITIONS: -
85°F - AIRINLET TEMPERATURE
29,00 IN. HG - BAROMETER (DRY) -
L 11 I O S A
| !
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
L
FUEL SPECIFIC GRAVITY [ 90
180 .8353 AT 60°F - | 80
ot !
g ' T
A 140 | i; P 60
O
| _l'..—_ _l I 14/
L H 4 | 1o
= 100 ;l ®
< 51%_00 . " |_40
2 60 o ™ 30
2 =+ P 20
!

60 100 140 180 220

260 300 340 330 420 460

BRAKE HORSEPOWER

ENGINEERING-TECHNICAL DATA DEPT.

E4-7125-52-1
Rev, 12-1-72

METRIC HORSEPOWER

FUEL RATE - KILOGRAM/HR




DETROIT DIESEL ENGINE DIVISION

-_ GENERAL MOTORS CORPORATION
DIESEL 12V-71N STANDBY GENERATOR BET
RADIATOR COOLED

N70 INJECTORS
NET HORSEPOWER AT FLYWHEEL

a0l | l I
ACCESSORIES:
— FAN - 40" 8 BLx 3" P.W. 435 BHP
430) _ 0.67:1 DRIVE RATIO v
GENERATOR - 24V, 20 AMP W
420
" 410 BRAKE 7
& HORSEPOWER /‘ /‘-406 BHP
E 400 . y.
3] f/ r/
A 390 L
2 y
=] Y
M 380 /] )
g A //
[ 7
370 / //
,/
360 '/
350 RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
340 SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT
DRY AIR DENSITY .0705 LB/CU FT
EEEEEEEREE
AIR TEMPERATURE 60°F
BAROMETER (DRY) 29.92 IN. HG
(SEA LEVEL)

1500 1600 1700 1800

ENGINE SPEED - RPM
E4R-7125-52-1

ENGINEERING-TECHNICAL DATA DEPT. Rev. 1-10-68




DE 4033

12V-TIN (15)

FUEL RATE - LB/HR

Q

BRAKE HORSEPOWER

140

100

60

20

Detmoit Diesel Allison

Division of General Motors Corporation

12V-7iN ENGINE

(WITHOUT FAN)

DIESEL ELECTRIC PRIME POWER

]

A

29.00 IN. HG - BAROMETER (DRY)

— ‘F—— pE—
RATING APPLIES TO ENGINES USED | ] 370
FOR UTILITY POWER SYSTEMS THAT ; 360 BHP
MUST OPERATE CONTINUOUSLY AS /
THE NORMAIL POWER SOURCE WITH 360
MAXIMUM INTERVALS BETWEEN )
OVERHAUIS.
l /// 350
) «L\@Q‘/
1 (&QO_ 340
| y. 330
| IRV 4ER
| A 1 320
I + ﬁrz SAE STD AMBIENT CONDITIONS: - ™
I 310 BHP _ 4~ 85°F - AIR INLET TEMPERATURE —{310

g

|

1600 1700 1800
ENGINE SPEED - RPM

AVERAGE FUEL CONSUMPTION

ENGINEERING-TECHNICAL DATA DEPT.

e
120 160 200 240 280 320 360

BRAKE HORSEPOWER 1-7125-52_9

B-18-72

FUEL SPECIFIC GRAVITY ~—i--{ f-— i
. 853 AT 60°F > —]
| | S el N
T [ R - o
i B e
i I s
i ‘“?N\ r_
= L
- % ;,.-eﬂf:-:r,_ ) _4: . 1
R E
] i
_ 1_‘4n . M-I'— | J

METRIC HORSEPOWER

FUEL RATE - KILOGRAMS/HR




12V-71N (15)

I&\ Detioit Diesel Allison
‘ Division of General Motors Corparation

SERIES V71 MARINE
12V-71N WORK BOAT
N55 INJECTORS

360l ACCESSORIES:

TWIN DISC MARINE GEAR

— RAW WATER PUMP X — 340 SHP
.
320L. GENERATOR 24V, 65 AMP SNt
o‘?ﬁ? -l
w
280 5 P
0‘5‘&/ /
= ?‘Pﬁ‘a‘
s 2 /1/ POWER -
g t PROPELLER LOAD
2 7
B 200 P ’
5 /
2 7
Ee 160 /
3 P
= 4
T 120

il

80 /

40

T~ RATED POWER OUTPUT

GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS: -

85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) |

L1

T],O'N;b_-'_': 2
UEL coﬂsﬁmr? — ;
B Y'/,_- ,/
el [V
~
— FUEL -
e PROPELLER LOAD
/
ft—T"]
1000 1200 1400 1600 1800

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4-7122-52-1
Rev, 3-31-75

20

16

12

FUEL - GAL/HR




GENERAL MOTORS

DETROIT DIESEL ENGINE DIVISION

CORPORATION

SERIES V71 MARINE
12V-71IN CREW BOAT

N60 INJECTORS

R E
- RATED POWER OUTPUT
4400 GUARANTEED WITHIN 5% AT
| SAE STD AMBIENT CONDITIONS:-
~ 85°F - AIR TEMPERATURE
400k 59,00 IN. HG - BAROMETER (DRY) —wgp— 400 SHP 5
™
_
@5‘& - /
Y\O
320 \&Pf,'?r
S
£, 1
9;7 POWER - —
280 > PROPELLER LOAD —
2 -
¥
2 240
O d
T 200 ‘// |
e ACCESSORIES:
) TWIN DISC MARINE GEAR
= 160 va RAW WATER PUMP
V. GENERATOR 12V, 25 AMP
120 ’,_/”
P
80 |
40 — ONSUMEP"—
fUE =T /1
-
" = /I/
1 FUEL -
— PROPELLER LOAD
S el
1200 1400 1600 1800 2000 2200

ENGINE SPEED -

ENGINEERING-TECHNICAL DATA DEPT.

RPM
E4-7122-52-2

Rev, 3-21-69

24

20

16

12

FUEL - GAL/HR




12V-71N (17)

SERIES V71 MARINE

\ 1‘ Detioit Diesel Allison 12V-71N PLEASURE CRAFT
Division of General Motors Corporation ADVANCED CAMSHAFT TIMING

N70 INJECTORS

32

24

16

L L I
_ RATED POWER OUTPUT
| GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
- 85°F - AIR TEMPERATURE
480 29,00 IN. HG - BAROMETER (DRY) /7- 480 SHP
440 1~ /
\ﬂ@,‘?‘r /
400 I ?2/ [ A
@O/' /
S A
360. 6‘?}?}/’
?ﬁqp y
320 A / /
g > 7~ POWER -
5 / /’ PROPELLER LOAD
£ 280] A L /.
- - 7
240 / ACCESSORIES : ]
e TWIN DISC MARINE GEAR _|
< 200 // RAW WATER PUMP
o va GENERATOR - 24V, 65 AMP —
/ Lo
160 /
.
7
120
o
80'7/
MPTION 7
40 FUEL__(_J_ONSU e
"] -1 ///
et -] LT
/’ﬁ/
— FUEL -
— PROPELLER LOAD
#
0
1200 1400 1600 1800 2000 2200 2400
ENGINE SPEED - RPM 4oT199- 555
ENGINEERING-TECHNICAL DATA DEPT. Rev, 3-13-75

FUEL - GAL/HR

!



P

BRAKE HORSEPOWER

DETROM
BIESEL

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 12V-71TV DIESEL
N65 INJECTORS

WBP BLOCK
1295 LB FT
e
TORQUE \1*160 LB FT _
480
465 BHP
460 X
P
440 v
/)
»
420
'8
400 N
x
380
360
,/ RATED POWER OUTPUT —
340 / GUARANTEED WITHIN 5% AT ]
)4 SAE STD AMBIENT CONDITIONS: -
320 85°F - AIR TEMPERATURE
29,00 IN, HG ~- BAROMETER (DRY) =
300 /
/
280
FUEL CONSUMPTION

ENGINEERING-TECHNICAL DATA DEPT.

1200 1400 1600 1800 2000

ENGINE SPEED - RPM

2200

E4R-7121-32-17
Rev, 5-26-T0

1300
1250

(=
[ o]
<
o o
TORQUE - LB FT

115

'S
[ ]
o O
FUEL - LB/BHP HR




DETROIT DIESEL ENGINE

DIVISION

GENERAL MOTORS CORPORATION
DETROIT
DIESEL BASIC ENGINE
MODEL 12V-71TV DIESEL
N70 INJECTORS
WBP BLOCK
>
By
1380 LB FT 1400
[
1350 7
™ 1300 &
TORQUE (1250 LBFT ] =
1250 &
o
| [
500 BHP
500
480 *
7
| /!
460
440 &
Q
-1 "
2 S
g 420 -
=
2 400] /|
g /
8. : //
M 380 RATED POWER OUTPUT
= GUARANTEED WITHIN 5% AT
M 360 SAE STD AMBIENT CONDITIONS: -
7 85°F - AIR TEMPERATURE
7 29,00 IN, HG - BAROMETER (DRY)
340
320 /
/ &
fa=}
300 A
o
.420 @
FUEL CONSUMPTION &
= -400
- 380 !
* i |
- =
1200 1400 1600 1800 2000 2200 P

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

E4R-7121-32-18
Rev, 5-26-70




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

DETRON
DIESEL BASIC ENGINE
MODEL 12V-71TV DIESEL
N75 INJECTORS
WBP BLOCK
1450 LB FT
| 1450
-
TORQUE 2;-1‘ 1400
o
1315 LB FT _] 1350
540 1300
525 BHP —
520
500
480
//
= 460 g y
B ®
g Q
M 440 Qxé)
o
E 420 /
< £
£ 400 /
RATED POWER OUTPUT
380 GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
o 85°F - AIR TEMPERATURE
36 29,00 IN, HG - BAROMETER ( DRY)
340
320
~ FUEL CONSUMPTION — : . 420
o . 400
.380
||
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

Rev, 7-31-70

TORQUE - LB FT

FUEL - LB/BHP HR




12V-71T (5)

@ Detioit Diesel Allison 12V-71T ENGINE

Division of General Motars Corporation | DIESEL ELECTRIC STANDBY POWER - W/O FAN
N90 INJECTORS
T18A40 TURBOCHARGER (1.00 A/R HSG.)

1 17 1111 11717 T 1 1t [ 1"
THIS RATING APPLIES TO ENGINES USED FOR STANDBY

ELECTRIC POWER SYSTEMS WHICH MUST DELIVER
RATED POWER CONTINUOUSLY FOR THE INTERVAL
BETWEEN INTERRUPTION AND RESTORATION OF THE
NORMAL POWER SOURCE.

600
575 BHP |

5 ]

B 550 -74/

(@] Qﬁ’

[a W

3] Ygﬁgo

ﬁ ‘2‘0 7

O S

= o

3 e

é 500 RATED POWER OUTPUT —

a P GUARANTEED WITHIN 5% AT ]

4 SAE STD AMBIENT CONDITIONS: -

85°F - AIR INLET TEMPERATURE —
29.00 IN. HG - BAROMETER (DRY) —|

32
30
28
26
24
22
20

450

FUEL - GAL/HR

E4-7125-32-1
ENGINEERING-TECHNICAL DATA DEPT. 9-21-T71

1400 1500 1600 1700 1800
ENGINE SPEED - RPM




12V-11T (7)

Detroit Diesel Allison

Division of General Motors Corporation

12V-71T ENGINE
DIESEL ELECTRIC STANDBY POWER
WITHOUT FAN

&)

N90 INJECTORS

T18A40 TURBOCHARGER (1.00 A/R HSG.)

)

DE 4033

P SR - —
THIS RATING APPLIES TO ENGINES USED 600
FOR STANDBY ELECTRIC POWER SYSTEMS |
5801 WHICH MUST DELIVER RATED POWER CON- 575 BHP -
TINUOUSLY FOR THE INTERVAL BETWEEN A Ro80
560l INTERRUPTION AND RESTORATION OF THE e |
. NORMAL POWER SOURCE, P 560 O
& ' i b
2 ! QD d =
540 - %!
5 S ¥ L0 8
= < 540 ©
= % =
& 520 60‘3‘1 L o
3 yd 520 &
=] 7 2
% 500 W4 - =
& /)  RATED POWER OUTPUT 4500
480 GUARANTEED WITHIN 5% AT N
r0 BHD SAE STD AMBIENT CONDITIONS: - | 1v0
85°F - AIR INLET TEMPERATURE
460 29.00 IN. HG - BAROMETER (DRY)
N Y Y e I
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
240

a1
jan
s S o ~
= 200 .353 AT 60°F =)
i <
m ~
[ @]
. 160 8
m —
: h'o)
i
g 120 €3]
= =
] ~
80
P~ —
€3]
-
40 -
120 160 200 210 280 320 360 400 440 180 H29 560 600
BRAKE HORSEPOWER
E4-7125-32-1
ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-1-72

—
rd
=

FUEL SPECIFIC GRAVITY




DE L4033

12V-71T (9)

‘&\ Detroit Diesel Allison
Division of General Motors Corporation

BRAKE HORSEPOWER

FUEL RATE - LB/HR

430

420

410

400

390

380|

370

360

180

140

100

60

20

12V-71T ENGINE

DIESEL ELECTRIC PRIME POWER

(WITHOUT FAN)

T18A40 TURBOCHARGER (1.00 A/R HSG.)

R
RATING APPLIES TO ENGINES USED 430 BHP
FOR UTILITY POWER SYSTEMS THAT 439
MUST OPERATE CONTINUOUSLY AS 7 [ “
THE NORMAL POWER SOURCE FOR _|_ . 124
WHICH THE AVERAGE FUEL RATE / B
DURING ANY 24 HOUR PERIOD OF 7 -
SERVICE DOES NOT EXCEED THE —- // 116 "
FUEL RATE FOR THE CORRESPOND- _ =
ING CONTINUOUS INDUSTRIAL & / 108 %
ENGINE RATING. TS R &
'T L3 400 &
23 o
o& ’ 92 =
. I - 3 o
- =
VT 394 &
/
7 SAE STD AMBIENT CONDITIONS: - -3 =
1 A 4—  85°F - AIR INLET TEMPERATURE —f=370
§ / _{._  29.00IN, HG - BAROMETER (DRY)__}
B A B i
I 360 BHP [ i l I ’ ( I ‘ | I ‘ 360

1500 1600

1700 1800

ENGINE SPEED - RPM

AVERAGE FUEL CONSUMPTION

| | |
FUEL SPECIFIC GRAVITY ~— B B
.853 AT 60°F | :
i s -
!
i o
T T e
i et
.! 4200 L 7
1 ?.M
I \ 00 R
¢ FUEL RATE FOR CONTINUOUS
INDUSTRIAL ENGINE RATING

50 120 160 200 240

ENGINEERING-TECHNICAL DATA DEPT.

280 320 360 400 440
BRAKE HORSEPOWER

E4-7125-32-2
83-16-72

¥
o
: x
FUEL RATE - KILOGRAMS/HR




,'/i

DE 4033

12V-71T

(10)

< \ . 12V-71T ENGINE

a Detnoit Diesel Allison DIESEL ELECTRIC STANDBY POWER

k’ Division of General Motors Corporation WITHOUT FAN
N80 INJECTORS

T18A40 TURBOCHARGER (1.00 A/R HSG.)

THIS RATING APPLIES TO ENGINES USED FOR 1.
STANDBY ELECTRIC POWER SYSTEMS WHICH 1 520
510 pELIVER RATED POWER CONTINUOUSLY FOR 510 BHP I
THE INTERVAL BETWEEN INTERRUPTION AND 510
500] RESTORATION OF THE NORMAL POWER i
SOURCE. -
500
B 490
=
S & 490
@ 480 é@
= <° I
g q:'ﬁ’ | 180
470 o
25 e L
% /1| RATED POWER 0UTPUT 4 170
& 460 /4 GUARANTEED WITHIN 5% AT .
P SAE STD AMBIENT CONDITIONS: - m
7 85°F - AIR INLET TEMPERATURE T} %90
450 / 29.00 IN. HG - BAROMETER (DRY) 1
S I I I
440 445 BHP

1500 1600 1700 1800
ENGINE SPEED - RPM

AVERAGE FUEL CONSUMPTION

200
a1 | -
\m\ FUEL SPECIFIC GRAVITY 8 80
9 160§ _.853 @ 60°F "
L:J { L L 60
= 120 o R¥ =
~ ¢
¢ 10

S B0 %P \500 » |-
i ]

10 ol 20

L————-l_-

0 260 300 340 380 4207 460 500 540
BRAKE HORSEPOWER

100 140 180 2

~J

E1-7125-32-4
ENGINEERING-TECHNICAL DATA DEPT. 3-6-73
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