


16V-71N (1)

Division of General Motors Corporation 7iN5 INJECTORS
1.484 TIMING

I ~
1359 LB FT 1400 &

' \ e . BASIC ENGINE
|& Detroit Diesel Allison MODEL 16V-71N DIESEL

Y1350 5
S 1
TORQUE .. | 1226 LB FT| §1250 3
| 1200 5
I [
500 |
/ﬁ490 BHP
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v
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350 V4 RATED POWER OUTPUT
/] GUARANTEED WITHIN 5% AT
SAFE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
300
g
FUEL CONSUMPTION -
.400
[us]
T~ 390
'-..-' A
B e 0 380 "
.370 4
=
s
T
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM

E4-7161-52-16
ENGINEERING-TECHNICAL DATA DEPT. 10-14-75

DE 3769




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
n[%%{[ BASIC ENGINE
MODEL 16V-71N DIESEL
18.7:1 C,R, PISTONS
WITH AND WITHOUT BYPASS BLOWER
N55 INJECTORS

% 1450 ~
- | }JR 1400
1314 LB
| RATED POWER OUTPUT TORQUE 1314 LB FT }i350
5601 GUARANTEED WITHIN 5% AT 1300 O
SAE STD AMBIENT CONDITIONS: - 1
AIR TEMP 85°F, ELEV 500 FT, 525 BED
520 DRY AIR DENSITY . 0705 LB/CU FT /—
y.
480
%
440
2 %
B &
2 400 4?0//
O 49 /
o S
Eﬂ 360 @"b
M 320 ‘éy
280
240 MAXIMUM CONTINUOUS
SPEED - 1800 RPM
200
o
=
.440
420 &
~ | FUEL CONSUMPTION 400 z
—
[~ .380 -
.360 A
=
4
0 400 800 1200 1600 2000 2400

ENGINE SPEED - RPM
E4-7161-52-1
ENGINEERING-TECHNICAL DATA DEPT. . Rev, 10-9-82
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BRAKE HORSEPOWER

240

200

160

BASIC ENGINE
MODEL 16V-71N DIESEL
N60 INJECTORS
- I | igzz e
1400 LB FT
| : ™~ & 400
4 15|4o LB FT 1400 =
- e §
— 1360 LB FT - 1300 :
TORQUE 1200 g
1100 8
560 BHP
/ 71 A
Q 7A
& A 466 BHP
S
& &w
S
&
A
y &
/ — RATED POWER OUTPUT .
GUARANTEED WITHIN 5% AT |
4 SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT,
/£ DRY AIR DENSITY . 0705 LB/CU FT -
‘ R
MAXIMUM CONTINUQUS _
/ SPEED - 1800 RPM
. 460
< 440 @
S .420 @
FUEL CONSUMPTION 400 !
™ b J ' s
. 360 R
: e |
400 800 1200 1800 2000 2400
ENGINE SPEED - RPM
E4-7161-52-2
ENGINEERING-TECHNICAL DATA DEPT. Rev. 10-9-62

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION




BASIC ENGINE
MODEL 16V-71N DIESEL

N65 INJECTORS
ADVANCED CAMSHAFT TIMING

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

T 11 1 3
1600 LB FT m
1600 3
] . — 1520 LB FT __l1550 .
-—" —
-ﬁ [£a]
~ 1500 &
TORQUE &=
)
&
— RATED POWER OUTPUT
__ GUARANTEED WITHIN 5% AT
| SAE STD AMBIENT CONDITIONS:-
640 85°F - AIR TEMPERATURE
— 29,00 IN. HG - BAROMETER (DRY)
608 BHP |
600
560 o
& &
&
2 520 <80 A
& R
1 ‘60
2 480 *Eﬁ’
V.
= 2,
je5]
E 440 —
m .
400 ,//
/
‘4
360
320 o
o
.460 o,
440
- FUEL CONSUMPTION A0 a
_— .420 A
A
.400 1
-
.380 2
] | =~
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4-7161-52-10
§-13-68




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

77DETROT
DESEL )

BASIC ENGINE
MODEL 16V-71IN DIESEL
N80 OR N65 INJECTORS

ﬁ_*
00
1460 LB FT 15
. ] 1450 3
( [ 1396 LB FT 1400
] =
TORQUE
Q N < 1350 §.
1300 &
=
560
520 7
/]
480 . . /
é{& 478 BHP
[+ )
o 440 6@
=
8 ¢§
& 400 N,
&2 Y
O rs
= 360 5“5
[} &
v &
< f
320
) éf' 7
280 SAE STD AMBIENT CONDITIONS: -
/ AIR TEMP 85°F, ELEV 500 FT,
7 DRY AIR DENSITY . 0705 LB/CU FT
240 | R VR T N WO B
MAXIMUM CONTINUOUS
ED -
200 SPEED - 1800 RPM ﬁ
o d
- . 420 @
k FUEL CONSUMPTION (N60) 3
P h A .400 ,
_— ._.'
C .380
o
800 1200 1600 2000 2400

ENGINE SPEED - RPM

E4-7161-52-6
ENGINEERING-TECHNICAL DATA DEPT. : ~ Rev. 7-26-63




DE 4033

186V-T1N (7)

Division of General Motors Corporation DIESEL ELECTRIC STANDBY POWER
WITHOUT FAN
N70 INJECTORS

@ Detroit Diesel Allison 16V-71N ENGINE

THIS RATING APPLIES TO ENGINES USED
FOR STANDBY ELECTRIC POWER SYSTEMS
WHICH MUST DELIVER RATED POWER CON-
sgol_ TINUOUSLY FOR THE INTERVAL BETWEEN
INTERRUPTION AND RESTORATION OF THE
NORMAL POWER SOURCE. 570 BHP il:
(5 560 A
= / |
£ 540 LS {
g @QO
T 520 &
v ® | _
4 RATED POWER OUTPUT
500 GUARANTEED WITHIN 5% AT
pd SAE STD AMBIENT CONDITIONS: -
7 85°F - AIR INLET TEMPERATURE
480 y4 29, 00 IN, HG - BAROMETER (DRY)
478 BHP A N Y N U O O Y |

1500 1600 1700 1800
ENGINE SPEED - RPM

AVERAGE FUEL CONSUMPTION
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[
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o
e
o

ME TRIC HORSEPOWER

FUEL SPECIFIC GRAVITY .
220 .853 AT 60°F
o
£ 7
| 180 A
: o el
=
= 140 s
= 1800 i
W
= 100 L 0 BF
= 5
) = he |
= ] " ]
60
100 180 260 340 420 500 580
BRAKE HORSEPOWER £4-7165-52-1
Rev. 12-1-72

ENGINEERING-TECHNICAL DATA DEPT.

FUEL RATE - KILOGRAM




DETROIT DIESEL ENGI

N70 INJECTORS

NE DIVISION

GENERAL MOTORS CORPORATION

16V-T1N STANDBY GENERATOR SET
RADIATOR COOLED

NET HORSEPOWER AT FLYWHEEL

| RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
— SAE STD AMBIENT CONDITIONS: -
| AIR TEMP 85°F, ELEV 500 FT
- DRY AIR DEJNSITY .0705JLB/CU FT
17T 1T 7T 17 b 17T 1 11
— AIR TEMPERATURE 60°F
|_ BAROMETER (DRY) 29.92 IN. HG
SEA LEVEL
T“( )
600
582 BHP
580
S =
<
560 0% P
o @5‘5’
g O 543 BHP
£ 540 5 LA .
= -
% 520 /T
;”; pad A
ﬁ 500 /,/ ,z/
[a ]
0 - L~
480 ]
]
460 7 ACCESSORIES:
FAN - 40" 8 BL x 3" P.W.
.82:1 DRIVE RATIO
440 GENERATOR - 24V, 30 AMP
1500 1600 1700 1800

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

E4R-7165-52-1
Rev, 10-7-68




)

DE 4033

16V-T1IN (7)

Division of General Motors Corporation DIESEL ELECTRIC PRIME POWER
(WITHOUT FAN)

@ Detroit Diesel Allison 16V-71N ENGINE

A — N— _ﬂ 490
480] RATING APPLIES TO ENGINES USED | 180 BHD i85
FOR UTILITY POWER SYSTEMS THAT | 5
MUST OPERATE CONTINUOUSLY AS | | 480
470] THE NORMAL POWER SOURCE WITH |_ / 175
MAXIMUM INTERVALS BETWEEN | A 170
» OVERHAULS, : v4 -0
m 460 // | 4655
2 A 460%
5 450 s/ 1558
2 o 1508
Q , @QO 450
w40 @ 1458
& &=
3 440 5
i~
R 430 // | 1353
Vi
7 ™ SAE STD AMBIENT CONDITIONS:-  ~}=13U
420 - / {-  85°F - AIR INLET TEMPERATURE —{ 125
/ 1 29.00 IN, HG - BAROMETER (DRY)_} 5,
I I O
410 B , a5
410 BHP l -
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
220
I 100 =
FUEL SPECIFIC GRAVITY 90 =
= 180L_ .853 AT 60°F 80 A
o A r é
E r70 O
. 140 ; o0 3
[ W Y
& L300 aot {50 .
e 100 3]
= — a0 ?‘?N‘ 40 &
53] e VOO — <
2 g = | 30 &
° 50 /’_ 4 N
1 <3}
20 &
20 ! 10 =

80 120 160 200 240 280 320 360 400 440 480

BRAKE HORSEPOWER
E4-7165-52-2

ENGINEERING-TECHNICAL DATA DEPT. §-18-72




BRAKE HORSEPOWER

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
SERIES V-T1N

MODEL 7163-7000
(16V-71N ENGINE)
PERFORMANCE WITH STANDARD EQUIPMENT
N60 INJECTORS

-
T <A
1500 m
-
1492 LB FT 1400 ,
TORQUE ""'-slego LB FT 1300 &
1200 &
O
=~
540
516 BHP
500
L7
460 BRAKE HORSEPOWER —}=
420 <p‘§ 438 BHP
QN
/R
& %
380 7 S
S
5 ACCESSORIES:
340 G FAN-40"8BLx3"PW
’ / .82: 1 RATIO
300 Yy, GENERATOR - 24V, 30 AMP
/ | ] ]
4 MAXIMUM CONTINUOUS
260 / ?PEIEDI - 1|B°°| RPM
RATED POWER OUTPUT -
220 GUARANTEED WITHIN 5% AT |
SAE STD AMBIENT CONDITIONS: -
AIR TEMP 85°F, ELEV 500 FT, )
DRY AIR DENSITY . 0705 LB/CU FT T &
[ 1 1
FUEL CONSUMPTION =
CONTINUOUS RATING &
1 | : 420 8
-
jom - 400
380 |
-
Fxy
800 1200 1600 2000 2400

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4-7163-52-1

7-6-62




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION
SERIES V-71N INDUSTRIAL
16V-71N ENGINE
PERFORMANCE WITH STANDARD EQUIPMENT
N65 INJECTORS
ADVANCED CAMSHAFT TIMING

1532 LB FT
1 1550
1500
- 1410 LB FT |
TORQUE = “‘R l 1400
@ \L 1400
— RATED POWER OUTPUT
— GUARANTEED WITHIN 5% AT
. SAE STD AMBIENT CONDITIONS: -
85°F - AIR TEMPERATURE
29.00 IN. HG - BAROMETER (DRY)
600
564 BHP —
560 s
& 520 & A
g Qoql
©
f 480 R d
7 *3-6
= &
S S
440 /
ja]
Y. p.
= 400 Ppd ACCESSORIES:
m
FAN - 40" 8 BL x 3" P.W.
.82:1 RATIO
360 GENERATOR - 24V, 30 AMP
320
FUEL CONSUMPTION 460
\.--‘
S - 440
420
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-7163-52-8

ENGINEERING-TECHNICAL DATA DEPT. 8-15-68

TORQUE - LB FT

FUEL - LB/BHP HR
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DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

SERIES V71 MARINE
16V-7T1N WORK BOAT
N55 INJECTORS

IREREREREREEER R
- RATED POWER OUTPUT
| GUARANTEED WITHIN 5% AT
| SAE STD AMBIENT CONDITIONS:-
500 85°F - AIR TEMPERATURE
™ 29,00 IN. HG - BAROMETER (DRY)
d_ 455 SHP
s 4
400 @s«‘ﬁ-% /
QQO el /
< /
«:‘96/ -
ft
e 2P POWER -
= 300 - /1l _ PROPELLER LOAD
o) " 7
o P /
@ pd
o 4
o i
= /
£ 200 Vi
// ACCESSORIES:
% TWIN DISC MARINE GEAR
RAW WATER PUMP
y GENERATOR 24V, 60 AMP
.
100 30
25
1ON .
M?T foaurer"]
0 FuUsh coNEY 1 < 20
)_( wl o
"
fpasars®
15
/
/ FUEL -
PROPELLER LOAD 10
"]
/
frameme] 5
Jo
1000 1200 1400 1600 1800
ENGINE SPEED - RPM E4-T162-52-2
Rev. 2-21-69

ENGINEERING-TECHNICAL DATA DEPT.

FUEL - GAL/HR
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16V-71N (12)

it}\ Detroit Diesel Allison
Division of General Motors Corporation

SERIES V71 MARINE
16V-71N CREW BOAT
N60 INJEC TORS

600

500

400

300

SHAFT HORSEPOWER

200

100

T 1T T 1T 1T 17 17 117 111t i l
RATED POWER OUTPUT i
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)

L 538 SHP
q;‘&?;
3@?0//
O 4
Ry /
Y /
80
Al POWER - 1
i i PROPELLER LOAD .
~ /!
L~ /
L~ 7
4
/
/// [
//
/ ACCESSORIES:
pd TWIN DISC MARINE GEAR
RAW WATER PUMP -
1
o
//
o FUEL -
PROPELLER LOAD
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-7162-52-4
1-4-74

NGINEERING-TECHNICAL DATA DEPT.

35
30
25
20
15
10

FUEL - GAL/HR

—

_DE 3769




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS GCORPORATION

SERIES V71 MARINE
16V-71N PLEASURE CRAFT
ADVANCED CAMSHAFT TIMING
N70 INJECTORS

700
FtT
— ACCESSORIES:
—  TWIN DISC MARINE GEAR 640 SHP
_ RAW WATER PUMP .
600
& i
\ﬂ@' |-
| 9o 4
o
500 &e‘&
i)
% T
. @“@‘X [
’ /4' POWER-
o P | PROPELLER LOAD
= 400 7
< R N A
& A HEREREREY A ;
§ 1 : i
£ 300 - , 3
| l
5 pZEnE
RATED POWER OUTPUT "
15 A GUARANTEED WITHIN 5% AT _{
200 — // SAE STD AMBIENT CONDITIONS: -
85°F - AIR TEMPERATURE -
29.00 IN, HG - BAROMETER {DRY) —
v 5 I
H : ; 4IL !_
100 o | | | 0
—t
~ e
| e T 30
= P |
—_ ‘ A FUEL- ]
0 ;{ PROPELLER LOAD —420
_.---'—"'"-‘-’I
’
[ospent==""] 10
! 0
1200 1400 1600 1800 2000 2200 2400

ENGINE SPEED - RPM
E4-7162-52-3

ENGINEERING-TECHNICAL DATA DEPT. Rev. 2-12-69

FUEL - GAL/HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 16V-71TV DIESEL
N65 INJECTORS

0B
1750 &
1700

.
1650
1600 5
1550 &
1500 &

/BHP HR

.420 @
.400
.380 '

=

FUE

WBP BLOCK
1730 LB FT
—_—
TORQUE k\
1535 LB FT —]
640
615 BHP

600
& 560
> 5

0
g N
E 520! g}r/
.
e 7
T 480
%
m 440 RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
400 d SAE STD AMBIENT CONDITIONS:-
85°F - AIR TEMPERATURE
29,00 IN, HG - BAROMETER ( DRY)
360
T" FUEL CONSUMPTION
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM
E4R-7161-32-17

Rev, 5-26-70




680

640

600

560

520

480

BRAKE HORSEPOWER

440

400

ETROIT
BIESEL

DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 16V-71TV DIESEL
N70 INJECTORS

WBP BLOCK
[
1840 LB FT
TORQUE
™~ LB FT
BHP
/
o
<S>
<
7/
/!
/( RATED POWER OUTPUT —
/) GUARANTEED WITHIN 5% AT ]
j SAE STD AMBIENT CONDITIONS:-
85°F - AIR TEMPERATURE —
u/ 29.00 IN. HG - BAROMETER (DRY)—|
FUEL CONSUMPTION

1200 1400 1600 1800 2000
E4R-7161-32-15
Rev, 5-26-T0

ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

1N
[ ]
(=]

1Y
=]
(=]

o
= -]

o
FUEL - LB/BHP HR




DETROIT DIESEL ENGINE DIVISION

GENERAL MOTORS CORPORATION

BASIC ENGINE
MODEL 16V-71TV DIESEL
N75 INJECTORS

WBP BLOCK
. 1 | ] 1 1
1930 LB FT 1950
1900
[
1850
TORQUE 1750 LB FT 8%
1750
720 700 BHP
680 - "
Q. ]
640 o@‘f’
P <
) o«;‘i’e'
g 600 $~2~ g
A £,
% 560 ,/
m ,Z
Eﬂ .
M 520 Jz
E L/
480 /|
7 RATED POWER OUTPUT
7 GUARANTEED WITHIN 5% AT
440 / SAE STD AMBIENT CONDITIONS: -
| 85°F - AIR INLET TEMPERATURE
400 29.00 IN. HG - BAROMETER (DRY)
.420
S — FUEL CONSUMPTION .400
— JE.IF .380
__i
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4R-7161-32-12

\E‘ilBINEERING-TEcI-INICAI. DATA DEPT. Rev. 5-26-T0

E-
B
;M
-
1
<]
fom]

o

P HR

=

/B

(=]

FUEL - L.




16V-71T (4)

BASIC ENGINE

N80 INJECTORS

‘&\ Detroit Diesel Allison
Division of General Motors Corporation

MODEL 16V-71T1 - INDUSTRIAL

T18A40 TURBOCHARGER (1.70 A/R)

JACKET WATER INTERCOOLED

2020 LB FT
——'—4
o —
TORQUE \"“""\\
~[ 1838 LB FT
>~
760
735 BHP

720 ~

680 "/
0
= - & P
2 640 St
% 4Q;C?'Qe,/
X 600 Ygg, Z

rd

oo <g& 41/
= 4
% 560
& | / RATED POWER OUTPUT —

520 / GUARANTEED WITHIN 5% AT _

/ SAE STD AMBIENT CONDITIONS: -
450 /' 85°F (29.4°C) - AIR INLET TEMPERATURE .

29,00 IN, HG (98.19 kPa) - BAROMETER (DRY) —

440

1200 1400 1600 1800 2000
ENGINE SPEED - RPM

2200

‘ E4-7161-32-4
ENGINEERING-TECHNICAL DATA DEPT. 1-27-75

. 420
.410

.400
.390
.380

FUEL - LB/BHP HR

DE 3769




16V-71T (5)

‘&\ Detroit Diesel Allison
Division of General Motors Corporation

BASIC ENGINE

MODEL 16V-71T1 - INDUSTRIAL
N90 INJECTORS

T18A40 TURBOCHARGER (1.7 A/R HSG.)

JACKET WATER INTERCOOLED

2150 LB F

20 ] T Iz 160
. S 2120

2080

TORQUE N _J2040
| N "2000 LB FT

RATED POWER QUTPUT \T 2000

GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS: -

800 )800 BHP
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY) ,AH—/
760
x <&
& Al 7
% 720 3/
&
& &/
n ‘2’/’
& 680 4;9”
0 A
T 3ol
[£3]
E 640§ ,/
M 7
600 //
//
560

NN
[\]

o
<

=]
Q0
o]

1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800 2000
ENGINE SPEED - RPM

2200

E4R-7161-32-22
8-31-72

o O

FUEL - LB/BHP HR

DE 3769




DETROIT DIESEL ENGINE DIVISION

| GENERAL MOTORS CORPORATION
ETROIT

D

DIESEL (NET POWER AT FLYWHEEL)
v 16V-71T RADIATOR COOLED

STANDBY GENERATOR SET

N80 INJECTORS
r I
ACCESSORY:
FAN - 48" 8 BL x 3.66" PW
.62:1 DRIVE RATIO
620
A_615 BHP
610 7
600
o 2 1/
= q«ﬁ’ e
2 590 L 7/
Q I
& LAl
w0 D4
& 580 Q;‘b /]
o) & 4
T 4
£ <Y
¥ 570
S /
M
560 /
550 v
/ RATED POWER OUTPUT
540 GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:-
AIR TEMP 85°F, ELEV 500 FT,
DRY AIR DENSITY .0705 LB/CU FT
*_——

1500 - 1600 1700 1800

ENGINE SPEED - RPM
E4R-T7165-32-3

ENGINEERING-TECHNICAL DATA DEPT. Rev. 6-21-66
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DE 4033

16V-T1T (5)

16V-71T ENGINE

&\ Detroit Diesel Allison DIESEL ELECTRIC STANDBY POWER
k Division of General Motors Corporation WITHOUT FAN
N90 INJEC TORS

T18A40 TURBOCHARGER {1.32 A/R HSG.)

THIS RATING APPLIES TO ENGINES USED ] :}780
760} _ FOR STANDBY ELECTRIC POWER SYSTEMS ]
740 TINUOUSLY FOR THE INTERVAL BETWEEN j
o INTERRUPTION AND RESTORATION OF THE 4
x NORMATL POWER SOURCE. 2 740
% 720 1 _L N
oy
= 4{23" 720
& PO
Lo
" Y A 700
gg 680 /
< 7" L 7 !
0 / RATED POWER OUTPUT Leso
660 /( GUARANTEED WITHIN 5% AT 1
/’ SAE STD AMBIENT CONDITIONS: - 660
4 85°F - AIR INLET TEMPERATURE T
640 647 BHP 29.00 IN, HG - BAROMETER (DRY) {4
BN N N N I S W A 640
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
300
i 130
FUEL SPECIFIC GRAVITY 120
g 2500 .853 AT 60°F 4110
) 100
A -
1 200 ?N& ) 90
3] I Q0 ®
» ‘% 80
- 3?“‘
& == o
= 100 e 5
g 10
> 30
50 ; J—##M*—;g
150 200 250 300 350 400 430 500 550 600 630 700 750

BRAKE HORSEPOWER
E4-7165-32-1

ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-1-72

METRIC HORSEPOWER

FUEL RATE - KILOGRAM/HR
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DE 4033

16V-71T {6)

&\ Detroit Diesel Allison 16V-71T ENGINE
\ Division of General Motors Corporation DIESEL ELECTRIC PRIME POWER
(WITHOUT FAN)
T18A40 TURBOCHARGER (1.32 A/R HSG.)
RATING APPLIES TO ENGINES USED |
FOR UTILITY POWER SYSTEMS THAT
MUST OPERATE CONTINUOUSLY AS
THE NORMAL POWER SOURCE FOR 260 BHP
seol WHICH THE AVERAGE FUEL RATE 68
” DURING ANY 24 HOUR PERIOD OF C560 o
3 SERVICE DOES NOT EXCEED THE = — - -
% 540} FUEL RATE FOR THE CORRESPOND- 552 2
A ING CONTINUOUS INDUSTRIAL IRy 44 g,
@ ENGINE RATING. —aY 536 =
o 9520 4 ﬁﬁr/ F 528 %
= | eﬁﬁf? 520 E
v I 512 ©
% 500 =
= L.H04 o
M < - 196
480 - 188 =
RO SAE STD AMBIENT CONDITIONS:- ¥ 110
85°F - AIR INLET TEMPERATURE —{
29,00 IN. HG - BAROMETER (DRY)_]
1500 1600 1700 1800
ENGINE SPEED - RPM
AVERAGE FUEL CONSUMPTION
240 1 : 108
i | E
FUEL SPECIFIC GRAVITY - 1002
£ 2000 853 AT 60°F L2 &
~ - <
B | ] i L L84 &
= I T' B [ 76 ©
. 160 | el - o]
. = i
> 120 | \)500“ - - 60
.Cj oM 52
1 Q0 ® )
23] - 15 44 <
280 ] P
a — N e ‘¢ FUEL RATE FOR CONTINUOUS — 36 3
1 i INDUSTRIAL ENGINE RATING 28 &
40 e ————— _$ 20 M
120 160 200 240 280 320 360 400 440 180 520 560
BRAKE HORSEPOWER
E4-7165-32-2
ENGINEERING-TECHNICAL DATA DEPT. 8-16-72







6V-92 (1)
&\ Detroit Diesel Allison ov-s2
\ Division of General Motors Corporation BASIC ENGINE
CONTINUOUS RATING
=
800 B
A
|
656 LB FT 700 =
TORQUE <
600 O
a
230l SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE 995 BHP
29,00 IN, HG (98. 19 kPa) - BAROMETER (DRY)
220 _ 4
//
210 p
w3 //
> &
£ 200 P
Ay éa‘,
2 | 3
190
S 4
= | &/
<3} l 19 /
i 180
= / |
[ua]
170 J
/
160 .
150
440
.420 5
400 &
' =
.380 1
=
.360 [
s
e

1200

ENGINEERING-TECHNICAL DATA DEPT.

1400 1600 1800

ENGINE SPEED - RPM

E4-8061-12-15

9-25-74

DE 3769




6V-92 (2)

@ Detroit Diesel Allison 6V-92

Division of General Motors Corporation BASIC ENCINE PERFORMANCE
9270 INJECTORS

=

800 B

m

-

676 LBFT 700 rxt:
o}

600 LB FT <

TORQUE 600 ©

260

240

240 BHP_I
’
P

90@74’_%

200

180

160

RATED POWER OUTPUT —
GUARANTEED WITHIN 5%*AT

SAE STD AMBIENT CONDITIONS:-
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN. HG (98.19 kPa) - BAROMETER (DRY) —

140

BRAKE HORSEPOWER
]
o
(=4

e ———————(——
N
\
_*

*7% WITH IN-PAN OIL PUMP

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8061-12-3

ENGINEERING-TECHNICAL DATA DEPT. Rev. 7-13-74

DE 3769




6V-92

()

‘&\ Detroit Diesel Allison ov-o2
Division of General Motors Corporation BASIC ENGINE PERFORMANCE

9275 INJECTORS

709 LB FT
TORQUE T™~r~<%638 LB FT ]
280 ]
260
& 255 BHP| |
o -
£y 240
= qﬁfé- [~ i
& oy
& 220 o
w0 I ‘E\O
o
£ 200l @
=
A
-t //
& 180 A
L/ RATED POWER OUTPUT ]
weol ( GUARANTEED WITHIN 5%AT
| SAE STD AMBIENT CONDITIONS: - =
85°F (29.4°C) - AIR INLET TEMPERATURE —
140| 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY) _|
FUEL CONSUMPTION |
I - " =
*7% WITH IN-PAN OIL PUMP

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800 2000 2200
ENGINE SPEED - RPM

E4-8061-12-4

Rev. 7-13-74

800

700

600

TORQUE - LBFT

DE 3769




BV-92 (4)

({i\ Detroit Diesel Allison 8v-02
Division of General Motors Corporation BASIC ENGINE PERFORMANCE

9280 INJECTORS

e
=
f=1

737 LB FT

(=]
-3
(4]
=
e |
-7
[ =]
(=]
TORQUE - IB FT

TORQUE
600
280
: 270 BHP
/
260
2 /
. ¥
& 240 &5 %
= I ,ep
= | $
i 220 A
2 |
g
" 200
v /)
1 /
2 180 - I
,/ RATED POWER OUTPUT
160 GUARANTEED WITHIN 5%"AT
| SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
140 29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY)
Ay
= FUEL CONSUMPTION 420
"] . 400 §
.380
.360
5
* 70 WITH IN-PAN OIL PUMP =

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8061-12-5

ENGINEERING-TECHNICAL DATA DEPT. Rev. 7-13-74

DE 3769




6V-92 (5)

&‘ Detroit Diesel Allison 6V-92
\ Division of General Motors Corporation BASIC ENGINE PERFORMANCE

9285 INJECTORS

!900
768 LB FT !soo
— 712 LB FT —
TORQUE 700
300
285 BHP |
280 P
T
&= 260 qﬁ} |~ |
= q,‘?ol
5 <
&5 240' q)‘a%/
% l A
T 290 Z
<
% 200 pdl RATED POWER OUTPUT
Ppd GUARANTEED WITHIN 5% AT |
180 /’ SAE STD AMBIENT CONDITIONS: - I
85°F (29.4°C) - AIR INLET TEMPERATURE .
29.00 IN. HG (98.19 kPa) - BAROMETER (DRY)
160
. 440
.420
. 400
.380
+7% WITH IN-PAN OIL PUMP .360

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8061-12-6
Rev, 7-13-74

ENGINEERING-TECHNICAL DATA DEPT.

TORQUE - LB FT

FUEL - LB/BHP HR

DE 376%




6V-92 (6)

SERIES V92 MARINE

@ Detroit Diesel Allison 6V-92 WORK BOAT

Division of General Motors Corporation 9275 INJECTORS

240
230 SHP
220 / i
A
200 N /
90 -
| o
<%
180 5%
s f

<V
160 3 /

4

4 POWER -
140 /l _ PROPELLER LOAD
y.d /| |

T .

ACCESSORIES:
ALLISON MARINE GEAR
RAW WATER PUMP

SHAFT HORSE POWER
-
oo
f=

/

GENERATOR - 12V, 25 AMP 4

/L,/ RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS: -

Vd 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY) -

16

ON

12

FUEL CONSUMPT ]

} 7 85°F (29.4°C) - AIR INLET TEMPERATURE

1000 1200 1400 1600 1800
ENGINE SPEED - RPM

E4-8062~12-1
ENGINEERING-TECHNICAL DATA DEPT. 7-24-74

FUEL - GAL/HR

0OE 3768




6V-92T (1)

\ 6V-92T
‘& Detroit Diesel Allison BASIC ENGINE PERFORMANCE

Division of General Motors Corporation | T18A40 (1,14 A/R HSG.) TURBOCHARGER
9280 INJECTORS

E=
900 &
M
-
I
800
>
700 5
B
300
280 280 BHP
/
i 260 L~
= @3‘7‘
<
& rgh
8 | 1 ¥
T 220' e
<
& 200 ///
g n
’
180 RATED POWER OUTPUT —
GUARANTEED WITHIN 5%*AT
160 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY)

* 7% WITH IN-PAN OIL PUMP

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
' E4-8061-32-1
ENGINEERING-TECHNICAL DATA DEPT. Rev, T-13-74

DE 3769




6V-92T (3)

Q

Detroit Diesel Allison

Division of General Motors Corporation

BASIC ENGINE PERFORMANCE
T18A40 (1.14 A/R HSG.) TURBOCHARGER
9285 INJECTORS

1]

|

320'
00
3 9300 BHP
£ 280
= D
g Qoq‘?’? |
m 260 ‘ﬁf;*f’
i (8)
5 o
O I 9@* 7
T 940 ?37/
<
.,
& 220 d
/
// |
200 RATED POWER OUTPUT —
/ GUARANTEED WITHIN 5%*AT N
180 SAE STD AMBIENT CONDITIONS: -

85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY) —

FUEL CONSUMPTION

\

ENGINEERING-TECHNICAL DATA DEPT.

* 70 WITH IN-PAN OIL PUMP

1200

1400

1800
ENGINE SPEED - RPM

2200

E4-8061-32-2
Rev, 7-13-74

300

800

700

TORQUE - LB FT

DE 3769




6V-92T (5)

Q

Detroit Diesel Allison

Division of General Motors Corporation

6V-92T
BASIC ENGINE PERFORMANCE
T18A40 (1,14 A/R HSG.) TURBOCHARGER

9290 INJECTORS

[
lmoo e
™
890 LB FT | )
900
[<3]
805 LB FT| 2
| toneor || Tl
340 |
320 322 BHP
A
300 /
o
& @Qﬁ"
2 980 ©
2 5
=] "2"0
% 260
) I ?&/
= 7
v,
% 240 /Lr/
o
as} /r I
220 RATED POWER OUTPUT _
GUARANTEED WITHIN 5%°AT ]
200 SAE STD AMBIENT CONDITIONS:-
B5°F (29.4°C) - AIR INLET TEMPERATURE = —]
29.00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
180
e
FUEL CONSUMPTION .420 E
: .400 T
| 550
.380 &
.360 ¢
. -
* 7% WITH IN-PAN OIL PUMP 340
=
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8061-32-3
ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769




8V-92T (7)

Division of General Motors Corporation TV8102 (1.23 A/R) TURBOCHARGER

@ Detroit Diesel Allison 6V-92TT (OTM)

BRAKE HORSEPOWER

9290 INJECTORS

958 LB FT
\P\
TORQUE
Mo
~
¢ 727 LB FT
320
300
280
& ¢ 270 BHP
260 & i
@2
oQ”%/I
240| ‘%;2}
Aoa |
<

220 RATED POWER OUTPUT

GUARANTEED WITHIN 5% AT
200 SAE STD AMBIENT CONDITIONS: -

85°F (29.4°C) - AIR INLET TEMPERATURE

29,00 IN. HG (98.19 kPa) - BAROMETER (DRY) —
180
160[

1200 1400 1600 1800 2000
ENGINE SPEED - RPM

E4-8061-32-10

ENGINEERING-TECHNICAL DATA DEPT. Rev. 9-11-75

1000

900

800

700

400
. 380
. 360

. 340

TORQUE - LB FT

FUEL - LB/BHP HR

DE 376%



6V-92T (2)

@ Detroit Diesel Allison 6V-92T (OTM)

Division of General Motors Corporation BASIC ENGINE PERFORMANCE

TV8102 (1.23 A/R) TURBOCHARGER
9280 INJECTORS

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

ﬁ__
F >
867 LB FT _ 900 :
=
]
{500 @
—
TORQUE = > 730 LB FT g
700 O
bt
320
300
L ,J292 BHP
-
o Sl
& 280 e
% & ’,M
=9 | 0
v qp?‘ g
) ; a7 /
= 240] 9?‘}/
€3}
e, y
é vd
= 220 -
pd - !
200 1 RATED POWER OUTPUT
GUARANTEED WITHIN 5%*AT
180 SAE STD AMBIENT CONDITIONS:
r 85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY)
} o
JI pe
FUEL CONSUMPTION {400 &
[=a
| | | 380 5
360 =
.340 2
*79% WITH IN-PAN OIL PUMP =
1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8061-32-14

DE 3769

Rev, 7-27-76




6V-92T (4)

Division of General Motors Corporation BASIC ENGINE PERFORMANCE

@ Detroit Diesel Allison 6V-92T(OT M)

TV8102 (1.23 A/R) TURBOCHARGER
9285 INJECTORS

IlOOO
| -
915 LB FT =
— 800 3
i
=
‘-‘-“~4.‘~=:;5 _1800 p
TORQUE 780 LB FT 4
e
700
320
312 BHP |
e J
300 .~
= |
& -
5 280 @ 1
& &
o I QQOQ\
E zeol Q‘og.%
jass]
&L
. o
% 240 )
z
7
220 RATED POWER OUTPUT .
GUARANTEED WITHIN 5%%AT B
200 SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE

29.00 IN, HG (98.19 kPa) - BAROMETER (DRY) —

FUEL CONSUMPTION

|

1200

l:. *7% WITH IN-PAN OIL PUMP I
e

1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8061-32-15

ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-27-76

.400
. 380
. 360
. 340

FUEL - LB/BHP HR

nE 37ea




¢ \ _ o . 6V -92T (OT M)
& Detroit Diesel Allison BASIC ENGINE PERFORMANCE
\ Division of General Motors Corporation TV8102 (1,23 A/R) TURBOCHARGER
9290 INJECTORS
i ] 1000
| 958 LB FT
I = - — 900
. B
I TORQUE §38 LB FT
800
340
335 BHP
~
320 A
P
@
300 O\\«.@
a1 @Q
2 | o
& 280 O
Q $ 7
&
I3 P
2] <
= 260L
£ | VvV
m .
% 240' A RATED POWER OUTPUT —
o ,/ GUARANTEED WITHIN 5%* AT ]
220 / SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE ]
29,00 IN, HG (98,19 kPa) - BAROMETER (DRY)
200 j
4 |
180
. 420
FUEL CONSUMPTION . 400
. 380
[ . 360
|.340
* 7% WITH IN-PAN OIL PUMP
e
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8061-32-9
ENGINEERING-TECHNICAL DATA DEPT. Rev. 5-26-76

TORQUE - LB I'T

FUEL - LB/BHP HR

DE 3789




6V-92T (9)

‘ \ . . 6V-92TA
& Detioit Biesel AHISON | sasic xciNe PERFORMANCE - AUTOMOTIVE
\ Diviston of General Motors Corporation TV8102 (1.08 A/R) TURBOCHARGER
' 9A80 INJECTORS
' 1977 CALIFORNIA APPROVAL
| _
| 826 LB FT 850
| ,..+______\ 825
P
l s 800
775
\‘l
< 750
TORQUE _ 725
300 ™N\$.700 LB FT {700
280 { 280 BHP
: T
a¥ @?O ~
= < 731
2 | )
P 240 ‘QE) Pl
Q 2>
= ¥ A
m L~
M 220
= /
£ /' RATED POWER OUTPUT —
200 A GUARANTEED WITHIN 5%*AT N
J/ SAE STD AMBIENT CONDITIONS:
180 85°F {29.4°C) - AIR INLET TEMPERATURE ]
29,00 IN, HG (98. 19 kPa) - BAROMETER (DRY) —
FUEL CONSUMPTION -400
— .390
- . 380
'\\-
st 370
_l.sso
*7% WITH IN-PAN OIL PUMP
= R
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4-8061-32-24
Rev, 12-21-76

TORQUE - LB FT

FUEL - LB/BHP HR




6V-92T (10)

@

300

280

260

240

220

BRAKE HORSEPOWER

200

180

ENGINEERING-TECHNICAL DATA . DEPT.

i 6V-92TA
Detoit Diesel AlliSON | Basic ENGINE PERFORMANCE - AUTOMOTIVE
Division of Generai Motors Corporation TV8102 (1,08 A/R) TURBOCHARGER
9A85 INJECTORS
1977 CALIFORNIA APPROVAL
| 870 LB FT' - _
875 |
—
{ ™ - 850 g
\\ 8256
800 B
TORQUE (A
pa—— - ‘ o
750 LB FT 750 &
1 L} [}
300 BHP —
//
/
| %@?0/
@“0%/
S 7
| o
1“/
rd
V4 RATED POWER OUTPUT _ -
/ GUARANTEED WITHIN 5% AT B
SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98,19 kPa) - BAROMETER (DRY) —
I 400
| FUEL CONSUMPTION 00 o
' - e .390 &
el el . 380 &
—-—— 290 o
I B e | =" .370 H
|
360
*7% WITH IN-PAN OIL PUMP -850 2
A ——
1200 1400 1600 1800 2000 2200

ENGINE SPEED ~- RPM
E4-8061-32-25

Rev, 12-21-76




6V-92T (11)

BRAKE HORSEPOWER

Division of General Motors Corporation

6V-92TA

‘&‘ Detioit Diesel AllisSon | sasic ENGINE PERFORMANCE - AUTOMOTIVE

TV8102 (1.08 A/R) TURBOCHARGER

9A90 INJECTORS

1977 CALIFORNIA APPROVAL

| .914 LB FT _ -r ! 925
e
— g 900 &
. 8756
‘"‘\ i
- 850 &
™S )
TORQUE. ~ 825 5
\\ . _J800 8
1 $795 LB FT B
775
320 . _
%318 BHP
300 ‘ ’//
qﬁﬁ‘ //
N
280{ @}J/
X
O
_ O 4
260 Qfé) 4
'Y
240] //
. //
: 4 RATED POWER OUTPUT - =
220 // GUARANTEED WITHIN 5% AT -
/ SAE STD AMBIENT CONDITIONS:
200 y 85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98, 19 kPa) - BAROMETER (DRY)
| FUEL CONSUMPTION 400 &
o -390
S~
\\- ] .380
. " 370 1
w1
. 360 g
*7% WITH IN-PAN OIL PUMP, F
et e —

1200 1400

ENGINEERING-TECHNICAL DATA DEPT,

I —
1600 1800
ENGINE SPEED - RPM

2000 220

E4-8061-32-26
Rev. 12-21-76




6V-92T (13)

BV-92TTA
}‘ Q\ Detroit Diesel AlliSOn |BASIC ENGINE PERFORMANCE - AU'I:OMOTWE_
\ Division of General Motors Corporation TV8102 (1.08 A/R) TURBOCHARGER
9A 90 INJECTORS
1977 CALIFORNIA APPROVAL
ﬁ_m_— P P
L ' 1000
914 LB FT e
= %00
\\ !
N %
\\ 800 &
727 LB FT 8
320 _ : : 700
TORQUE
300
280
& 270 BHP
Z 260 Q{ﬁ” L/
> ¥
7 Qgﬁ’/
& 240 o>/
= -Q,Q)/
. gf’b 7 RATED POWER OUTPUT —
% 220 % / GUARANTEED WITHIN 5% AT |
= / SAE STD AMBIENT CONDITIONS:
200 4 85°F 29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) —
180
160
i e
T
FUEL CONSUMPTION .400 &
[sa]
* . 380 ‘a
.360 ~
|
§.340 3
5]
—A_ I -
1200 1400 1600 1800 2000 -

ENGINE SPEED - RPM
. E4-8061-32-27

ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-21-76




6V-92T (12)

BRAKE HORSEPOWER

6V-92TTA
}" Q\ = ¥ : BASIC ENGINE PERFORMANCE ~ AUTOMOTIVE
\ I]el;mlt. DIBSB| Allison TV8102 (1.08 A/R) TURBOCHARGER '
ivisi ration ‘ k
Division of General Motors Corpo 9A90 INJECTORS
1977 CALIFORNIA APPROVAL
R
I 1000
L 914 LB FT _ g
hl 300 f
AN &
]
N 800
]
]
S g
vt
%\ 00 S
S~ 646 LB F'T
TORQUE : 600
280
260
Q..
‘Q\@/
)
240 PO A . — 240 BHP
% :
| @0&/7
220 @/V
%?t;' ' |
D RATED POWER OUTPUT —
200 GUARANTEED WITHIN 5% AT ]
SAE STD AMBIENT CONDITIONS:
85°F (29.4°C) - AIR INLET TEMPERATURE
180 29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) —|
160
L ‘ &
FUEL CONSUMPTION o
| .400
_—-Lf 380 Qi
: m
L. 360 'f
I. 340 2
=3
—“——#—_ —— E

1200 1400 1600 1800 2000

ENGINE SPEED - RPM
’ E4-8061-32-28

ENGINEERING-TECHNICAL DATA DEPY. Rev. 12-21-76







8V-92 (1)

‘&\ Detroit Diesel Allison
Division of General Motors Corporation

8V-92

BASIC ENGINE
CONTINUOUS RATING

1000
:H-*_875 LB FT 900
TORQUE
ISOO
SAE STD AMBIENT CONDITIONS: |
300 85°F (29.4°C) - AIR INLET TEMPERATURE 300 BHP

29,00 IN, HG (98. 19 kPa}) - BAROMETER (DRY

290 v,
280 /[
£ |
5 260 § /
g 250 §,
= S
E 240F C}y |
] |
b |
220 /{ {
210t / I
200 4 {440
FUEL CONSUMPTION '120
. 400
.380
.360
1200 1400 1600 1800

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM

E4-8081~12-15
9-25-74

TORQUE - LB FT

FUEL - LB/BHP HR

DE 3769




8V-92 (2)

Q

Detroit Diesel Allison

Division of General Motors Corporation

8V-92

BASIC ENGINE PERFORMANCE
9270 INJECTORS

3
902 LB FT l
800 LB FT
TORQUE ‘4\____\ -l
320 320 BHP
/
300 |
5 Py |
= &
2 280 @,ﬁa 7
¥ Qéj)
7 ‘}y&‘e’
260 P
2 1
2 20|
% 240 1
e
m v
220 /‘ RATED POWER OUTPUT' -
| / GUARANTEED WITHIN 5%'AT |
500 d SAE STD AMBIENT CONDITIONS:-
85°F (29.4°C) - AIR INLET TEMPERATURE -
29.00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
L FUEL CONSUMPTION J

* 1% WITH IN-PAN OIL PUMP

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800
ENGINE SPEED - RPM

2000

2200

E4-8081-12-3
Rev., 7-13-74

1000

) 0

= <

< =
TORQUE - IBFT

DE 3769




BV-92 (3)

&\ Detioit Diesel Allison 8v-o2
\ Division of General Motors Corporation BASIC ENGINE PERFORMANCE
9275 INJECTORS
1000 &
0
[
900 '
[£3]
o}
g
800 5
=
40
340 /7.3 BHP
o
320 /‘y
ol
£ 300 Y
$
= <4
Q 60 v e
2N
m 280 $ 2
& g
5 o)
260
.
{
2 7
/
/ RATED POWER OUTPUT .
220 / GUARANTEED WITHIN 5%*AT B
/ SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE i
200 29.00 IN, HG (98.19 kPa) - BAROMETER (DRY)
. 440 &
/M
FUEL CONSUMPTION I 420 5
— | - . 400 'f‘
380 ]
* 7% WITH IN-PAN OIL PUMP 2
1200 1400 1600 1800 2000 9200
ENGINE SPEED - RPM
E4-8081-12-4
ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769




8V-92 (4)

BASIC ENGINE PERFORMANCE

‘&\ Detroit Diesel Allison 8v-o2
Division of General Motors Corporation

9280 INJECTORS

#
l1100
983 LB FT |1000
| *___q 900 LB FT 200
TORQUE
380|
360' /’360 BHP_ |
340
ae] /1 I
<3 ]
Z 320 &
& N
% Q&Q)‘QO P
& 300 &
b ste)
! .
% 280 Y |
.1
= |
260l RATED POWER OUTPUT -
GUARANTEED WITHIN 5%°AT .
/ SAE STD AMBIENT CONDITIONS:-
240 85°F (29.4°C) - AIR INLET TEMPERATURE =
29,00 IN, HG (98,19 kPa) - BAROMETER ({ DRY)
220 |
. 440
FUEL CONSUMPTION . 420
| . —
, 400
.380
* 7% WITH IN-PAN OIL PUMP
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8081-12-5
ENGINEERING-TECHNICAL DATA DEPT. Rev. 7-13-74

TORQUE - IB FT

DE 3769




8V-92 (5)

&)

380

360

340

320

300

280

BRAKE HORSEPOWER

Detroit Diesel Allison

Division of General Motors Corpaoration

8V-92

BASIC ENGINE PERFORMANCE
9285 INJECTORS

M
=
1100 M
1025 LB FT 2
1000 '
-‘-h-..___ 950 LB FT g
TORQUE
ﬁ* g
900 O
=
380 BHP
/
o
7
&
| &
&®
?iﬁ)
S
/‘/
| RATED POWER OUTPUT _
i GUARANTEED WITHIN 5%"AT
SAE STD AMBIENT CONDITIONS: - ]
85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
oo
T
FUEL CONSUMPTION 1. 440 =
l L4208
o

* 7% WITH IN-PAN OIL PUMP

1400

ENGINEERING-TECHNICAL DATA DEPT.

1600

ENGINE SPEED - RPM

1800 2000 2200
E4-8081-12-6
Rev, 7-13-74

DE 3769




8V-92 (6)

Division of General Motors Corporation 8V-92 WORK BOAT

@ Detioit Diesel Allison SERIES V92 MARINE

9275 INJECTORS

320
280 SR ] |
©¥ A
A e J/ POWER -
240 aps 74— PROPELLER LOAD
o f,ﬂe‘ /)
2 2SS
2 200 -
o 4 " g |
= - | ACCESSORIES:
2 160 L~ TWIN DISC MARINE GEAR
S RAW WATER PUMP
e GENERATOR - 24V, 20 AMP
& 120 .
< " g
=
2]
80
A RATED POWER OUTPUT
40 GUARANTEED WITHIN 5% AT

SAE S8TD AMBIENT CONDITIONS: -

85°F (29,4°C) - AIR INLET TEMPERATURE

29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)

C
Y‘UE};_——'"—— r

= I
Oﬂsﬂmﬂf_ﬁ:"“f 16

/ 12

4~ FUEL - 8

PROPELLER LOAD

FUEL - GAL/HR

1000

ENGINEERING-TECHNICAL DATA

1200 1400 1600 1800

DEPT.

ENGINE SPEED - RPM
E4-8082-12-1

Rev, 12-18-74

DE 3769




FN

8V-92T (1)

. B, 8V-92T
Detroit Diesel Allison BASIC ENGINE PERFORMANCE

Division of General Motors Corporation | T18A90 (1.5 A/R HSG.) TURBOCHARGER
9280 INJECTORS

@

I | 1100 &=
1060 LB FT o
[ 3
TOR U; - 1000 !
I Q P~ 938 LB FT 5
| 900 5
| =4
380} 375 BHP
360|
340I Qﬁﬁ"
vt
: 18
% 320 S5
& $ '/
= L Qﬁ‘*
% 300' <
=
=
4 280
2]
[as} —
26‘OI RATED POWER OUTPUT -
GUARANTEED WITHIN 5%*AT N
240| SAE STD AMBIENT CONDITIONS: - |
| 85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER (DRY) —{
zzoI |
e
T
I 420 %
| FUEL CONSUMPTION 3
- 400 <
| 380 H
|
360 3
€3]
* 7% WITH IN-PAN OIL. PUMP E.

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM F4-8081-32-1

ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769



8V-92T (2)

8V-92T (OTM)
t‘} Detroit Diesel Allison BASIC ENGINE PERFORMANCE
\ Division of Genera! Motors Corporation TV8101 (1.84 A/R) TURBOCHARGER
9280 INJECTORS

1112 LB FT

380
360
340
o
[£a]
% 320
A ¥
3 o i
Z 300 /
T
2 o
¥ 280
= /|
& /l
260 p. RATED POWER OUTPUT _|
4 GUARANTEED WITHIN 5% AT
240 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE —
29,00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
220

FUEL CONSUMPTION

*70% WITH IN-PAN OIL PUMP

1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8081-32-12
ENGINEERING-TECHNICAL DATA DEPT. 6-19-75

TORQUE - LB

OE 3769




8V-92T (4)

Division of General Motors Corporation | T18A90 (1.5 A/R HSG.) TURBOCHARGER
9285 INJECTORS

2 \ ) 8V-92T
‘& Detroit Diesel Allison BASIC ENGINE PERFORMANCE

TTTT T

1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8081-32-2

ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

=
|1200 3
m
| a3
|
1100 |
000 LB FT o
) 1
™~ 1000 ?3:
E
400 BHP
380
_ |
"4
360 7&
@I
5 QOQ‘Q}/
% 340 @‘3’/
= S |
7 <
320 v
@ &
=]
¥ 300
= |
280| ,/ RATED POWER OUTPUT
/ GUARANTEED WITHIN 5%*AT
260 1/ SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY)
z40|
&
fau
L420 B
I FUEL CONSUMPTION =
.400*5__i
-""'-.-__ 380 -
360 3
* 7% WITH IN-PAN OIL PUMP =
3]

DE 3769




8V-92T (5)

8V-92T (OTM)

TV8101 (1.84 A/R) TURBOCHARGER

ration
9285 INJECTORS

t’}\ Detioit Diesel Allison BASIC ENGINE PERFORMANCE
k Division of General Motors Corpo

]
1169 LB FT
I P
\-
‘....-
| ~ 1000 LB FT
TORQUE -
400 4400 BHP
- ‘l
380 ,//
Qf& o
360 QO//
o] v
m o
2 340 S
&) <&
i’
A Q.Y”/ l
K )
2R | i
& 320
: |
€3]
X 300
2 |
&
280' RATED POWER OUTPUT ,
GUARANTEED WITHIN 5% AT
260 SAE STD AMBIENT CONDITIONS: -
B5°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
240

*7% WITH IN-PAN OIL PUMP

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8081-32-13

6-19-75

1200

1100

1000

ORQUE - LB FT

3]

DE 3769




8V-92T (7)

8v-92T

Division of General Motors Corporation | T18A90 (1.5 A/R HSG.) TURBOCHARGER

‘&i Detroit Diesel Allison BASIC ENGINE PERFORMANCE

9290 INJECTORS

1186 LB FT 1200
—
'IK
—
1075 LB FT 1100
TORQUE \ﬂ
440 1000
/430 BHP
420
/
400 /1
& 380 A
2 2
; S
& 360 &@QO I
: S
340 ?g,
o <
ﬁ >
& 320 /
2a) // I
300 4 RATED POWER OUTPUT
GUARANTEED WITHIN 5%AT
SAE STD AMBIENT CONDITIONS: -
280 85°F (29.4°C) - AIR INLET TEMPERATURE
/ 29.00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
260 4
.420
| FUEL CONSUMPTION
. 400
| 0
0
* 1% WITH IN-PAN OIL PUMP

1200

1400 1600 1800 2000 2200

ENGINE SPEED - RPM E4-8081-32-3

ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

LB FT

TORQUE

FUEL - LB/BHP HR

DE 376%



8V-92T (8)

Q

8V-92T (OTM)
BASIC ENGINE PERFORMANCE

ﬂlﬂillllli nlese' Alllsnn TV8101 (1.84 A/R) TURBOCHARGER

Division of General Motors Corporation

9290 INJECTORS

1223 LB FT

S

TORQUE =

- 1075 LB FT

*

440

420

) 430 BHP

400

380

360

340

S S S B -

320

BRAKE HORSEPOWER

300

// RATED POWER OUTPUT ,
GUARANTEED WITHIN 5% AT

SAE STD AMBIENT CONDITIONS: -

280

85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER ({DRY)

260

FUEL CONSUMPTION

1200

I
*7% WITH IN-PAN OIL PUMP

1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8081-32-14

ENGINEERING-TECHNICAL DATA DEPT. 6-19-75

.400
.380
.360
. 340

FUEL - LB/BHP HR

DE 3769




8V-92T (9)

Division of General Motors Corporation

BASIC ENGINE PERFORMANCE

@ Detroit Diesel Allison 8V-92TA

TV8101 (1.6 A/R HSG.) TURBOCHARGER
9290 INJECTORS

1300
1230 LB FT
J1zoo
‘-H
. S — 1100 LB FT
TORQUE ™~ 1100
440 )440 BHP
420 A
400
I
&@Q‘ f/
% 380 b /
3 O@Q’/ 1
[a W
= 360 @Q’
2 &
o Q;z-?’
T340 /
[€a]
2 /
m 320 7 RATED POWER QUTPUT
/ GUARANTEED WITHIN 5% AT ]
300 // SAE STD AMBIENT CONDITIONS:-
/ 85°F (29.4°C) - AIR INLET TEMPERATURE ]|
29.00 IN. HG (98.19 kPa) - BAROMETER ( DRY) —
280

260

[ ———

* 70, WITH IN-PAN OIL PUMP

1200

1400

ENGINEERING-TECHNICAL DATA DEPT.

1600 1800 2000 2200

6-4-75

ORQUE - LB FT

B

DE 3769



8V-92T (11)

|&\ Betroit Diesel Allison
Division of General Motors Corporation

8V-92TT (OTM)
TV8101 (1.84 A/R) TURBOCHARGER
9290 INJECTORS

1223 LB FT g
e
[as]
-
i
=
i
&
s
I =
330| 900
365 BHP
360 » _I
&L/
RV l
# S/ !
N |
Z 320 %
= & /
& 300 3
g 30 '
fow
=
% 280 RATED POWER OUTPUT
£ GUARANTEED WITHIN 5% AT
260| SAE STD AMBIENT CONDITIONS: -
| 85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
240
220
! =
.420
FUEL CONSUMPTION .400
S~
380 4
.360 1
340 &
]
<

1200

1400 1600 1800
ENGINE SPEED - RPM

ENGINEERING-TECHNICAL DATA DEPT.

2000

E4-8081-32-15
7-7T-75

OE 3769




DE 4033

8V-92T (12)

8V-92T

‘&‘ Detroit Diesel AllISON | tvsi010.39 A/R HSG.) TURBOCHARGER

Division of General Motoss Corporation DIESEL ELECTRIC STANDBY POWER

THIS RATING APPLIES TO ENGINES USED
4308 _ FOR STANDBY ELECTRIC POWER SYSTEMS 430 BHP

WHICH MUST DELIVER RATED POWER CON-

TINUOUSLY FOR THE INTERVAL BETWEEN

WITHOUT FAN
9295 INJECTORS

420k I NTERRUPTION AND RESTORATION OF THE
= NORMAL POWER SOURCE.
B - I
5 410 é@b
S
(1 o
2] S
& 400 &
o) *2»0
- ,
E 390
m
380 RATED POWER QUTPUT
GUARANTEED WITHIN 5% AT
370 370 BHP SAE STD AMBIENT CONDITIONS:-
85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98,19 kPa) - BAROMETER ( DRY)

1500

1600 1700 1800
ENGINE SPEED - RPM

AVERAGE FUEL CONSUMPTION

ppp—

FUEL SPECIFIC GRAVITY
160 .B53 AT 60°F
= e
&
5-! 140 L]
[ 180
=~ 120 T
é 1600 i
= 100 ﬂs
E oL’
80
240 280 320 360 400 440
BRAKE HORSEPOWER
E4-8085-32-1
ENGINEERING-TECHNICAL DATA DEPT. Rev, 6-25-75

440

430

420

410

400

390

380

370

80

70

60

50

40

FUEL RATE - KILOGRAM/HR

METRIC HORSEPOWER




DE 4033

8V-92T (13)

Division of General Motors Corporation DIESEL ELECTRIC PRIME POWER

‘ \ i i 8V-92T
‘& Detioit Diesel ANISON | ;. ¢ 39 A/r 5s6.) TuRBOCHARGER

RATING APPLIES TO ENGINES USED 340
330] FOR UTILITY POWER SYSTEMS THAT
MUST OPERATE CONTINUOUSLY AS
THE NORMAL POWER SOURCE FOR 325 BHP 330
320] WHICH THE AVERAGE FUEL RATE
o DURING ANY 24 HOUR PERIOD OF , 390 &
= SERVICE DOES NOT EXCEED THE 7 5
2 310] FUEL RATE FOR THE CORRESPOND- /
»} Y 7
A ING CONTINUOUS INDUSTRIAL & 310
7 ENGINE RATING. O 2
o ! 2
= o 300
@ < @)
E 290 v E
290 |
m pa S
280
| 250
270 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE 270
29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY)
1500 1600 1700 1800
ENGINE SPEED - RPM
L0 AVERAGE FUEL CONSUMPTION
o
FUEL SPECIFIC GRAVITY z
ﬁ 120L.853 AT 60°F =]
5 :
" 100 §
m =i
E n
5 80 a
2 z
E 60 =
=
]
40 B

WITHOUT FAN

140 180 220 260 300 340

BRAKE HORSEPOWER E4-8085-32-2

ENGINEERING-TECHNICAL DATA DEPT. Rev, 6-25-75




8V-92T (11)

8V-92TA

‘&\ Detroit Diesel AlliS0N | 3AsiC ENGINE PERFORMANCE - AUTOMOTIVE

Division of General Motors Corporation TV8101 (1,60 A/R) TURBOCHARGER

9A90 INJECTORS
1977 CALIFORNIA APPROVAL

g —* 1
| L [ 1225
1208 LB FT
| ¢ | 1200 &
I | " \\r\ 1175 m
I N 1150 7
| S :
TORQUE < 1125 B
N 1100 &
o)
\ 1075 &
1060 LB FT
440 1050
420 __—® 424 BHP
400 f,/
A
5 380 & )
= &
& Iy
KF 360 QE" 7z
& Ry d
= &
= 340 A
E Y //
M 320 - J/ RATED POWER OUTPUT —
| / GUARANTEED WITHIN 5% AT _
300 SAE STD AMBIENT CONDITIONS:
| / | 85°F (29.4°C) - AIR INLET TEMPERATURE 7]
7 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
280 / . '
/
[aed
260 b
FUEL CONSUMPTION . 400 o
/M
. . 390 ‘a
/ 'q
et . 380 l
. I“*-w----.... I l' 370 3
<2l
§—*7% WITH IN-PAN OIL PUMP 3

1200 1400

ENGINEERING-TECHNICAL DATA DEPT.

—
1600 1800 2000 2200
ENGINE SPEED - RPM

E4-8081-32-21
Rev. 12-21-76




8V-92T (9)

8V-92TA

‘&\ Detioit Diesel AHISON | sAsic ENCINE PERFORMANCE - AUTOMOTIVE

Division of General Motors Corporation TV8101 (.60 A/R) TURBOCHARGER

9A80 INJECTORS
1977 CALIFORNIA APPROVAL

i iR r
1092 LB FT ' 1100
= A
- 1075
\.\\ 1050
\\‘ 1025
\\\ 1000
! TORQUE ™~ < 975
950
933 LB FT_]925
380
| 373 BHP __}
360 " |
& 340) Q@‘l‘ P
g <
7
% 320 Q,OQ;/
g Qf"é)'/
T 300 '
=
% RATED POWER OUTPUT —
= 280 GUARANTEED WITHIN 5%*AT _i
SAE STD AMBIENT CONDITIONS:
260 85°F (29.4°C) - AIR INLET TEMPERATURE |
29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) —
240
FUEL CONSUMPTION {400
I /T_// 3%0
I — I 380
™ ] .370
*7% WITH IN-PAN OIL PUMP
1200 1400 1600 1800 2000 2200

ENGINEERING-TECHNICAL DATA DEPT.

ENGINE SPEED - RPM
E4-8081-32-24
Rev. 12-21-76

P HR

jas
58]
~

LB

=

FUE




8V-92T (10)

Division of General Motors Corporation TV8101 (1.60 A/R) TURBOCHARGER
9A85 INJECTORS

1977 CALIFORNIA APPROVAL

d \ . . SV-02TA
‘& Detioit Diesel AliS0N | sssic ENGINE PERFORMANCE - AUTOMOTIVE

ﬁ h— —— pus—
1175
1152 LB FT 1
50 (
_— [z
l = 1125 4
o~ 1100
N 1075 &
TORQUE < 2
1000 %
N 1025 &
5,1000 LB I'T }1000
400 I
400 BEP__|
i
380 : A
/
v
g 360} & P
@ )
Ay @Q
K 340 )
w OQ"
o )
£ &
320 _ Q¥ A
v ¥V
/|
o 4
300 /
m 4 RATED POWER OUTPUT -
/ GUARANTEED WITHIN 5% AT ]
280 )4 SAE STD AMBIENT CONDITIONS:
Ve 85°F (29.4°C) - AIR INLET TEMPERATURE
7 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY) -‘
260 /
FUEL CONSUMPTION . 400
- < .390 —
[~ 1 .380 =
\\ faae]
eet—1"""] £.370
*7% WITH IN-PAN OIL PUMP
RN .

1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
_ E4-8081-32-23
ENGINEERING-TECHNICAL DATA DEPT, . Rev., 12-21-76




8V-92T (12)

s
)

(]
o

[SL]
oo
=T e R o | o]
FUEL - LB/BHP HR

[S]
e

8V-92TTA
\ - = = BASIC ENGINE PERFORMANCE - AUTOMOTIVE
Detoit Diesel Allison TV8101 (1.6 A/R) TURBOCHARGER
Division of Genera! Motors Corporation (1.6 A/R)
9A 90 INJECTORS
i 1977 CALIFORNIA APPROVAL
1208 LB FT.
St
Y
™,
\\
Ty
0983 LB FT
TORQUE
400
380
365 BHP
= 360
= pd
g ' 274
& 340 NS,
2 £y
o &
z 320 | @"’ ‘
E Y«j;f" RATED POWER OUTPUT —
@ 300 . GUARANTEED WITHIN 5% AT —
/ . SAE STD AMBIENT CONDITIONS: |
280 // 85°F 29.4°C) - AIR INLET TEMPERATURE = |
i 7 29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) —
260
FUEL CIONSUMPTIOI{
1200 1400 1600 1800 2000

E P -
NGINE SPEED - RPM E4-8081-32-25

ENGINEERING-TECHNICAL DATA DEPT. Rev. 12-21-76




8V-92T (13)

' 8V-92TTA
’Q) Detroit Diesel AlliSon | BASIC ENGINE PERFORMANCE - AUTOMOTIVE
\ Division of General Motors Corporation TV8101 (1.6 A/R) TURBOCHARGER
9A90 INJECTORS
i 1977 CALIFORNIA APPROVAL
l 1300
1208 LB FT =
- : 1200
TS :
~ 1
\,\ 1100 5
: L <
RQUE 1000 &
TORQUE <3 S
| 977 LB FT
360I 900
340
I 335 BHP
%
@
& 320 &7
z | &
O =)
¥ &
) 300| Q
& &/
. Ty
280 4
=]
2 /
% 260
240 _
RATED POWER QUTPUT
GUARANTEED WITHIN 5% AT _
220 SAE STD AMBIENT CONDITIONS:
i 85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) —
i
FUEL CONSUMPTION N
i . 400
m
[
'.360 'f'
. 340 2
1260 1400 1600 1800 2000

ENGINE SPEED ~- RPM

ENGINEERING-TECHNICAL DATA DEPY.

E4-8081-32-26
Rev. 12-21-76




8V-92T (8)

(E}/\ Detroit Diesel Allison
Division of General Motors Corporation

8V-92TT (OTM)
BASIC ENGINE PERFORMANCE ~ AUTOMOTIVE
TV8101 (1.84 A/R) TURBOCHARGER
9A90 INJECTORS :

1977 FEDERAL CERTIFICATION

' 1300
1223 LB FT
\\ 1200
N
1100
TORQUE N
1 Ty
1000
977 LB FT
360 900
340
@Q' ® 335 BHP
o r\g"4
o 320 P4
S | K
o A
& | )
& 300 <
2 &,
2 s
280
m
M
q:
& 260
240
‘RATED POWER OUTPUT |
220 GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: .
I " 85°F (29.4°C) - AIR INLET TEMPERATURE
| 29,00 IN, HG (98,19 kPa) - BAROMETER (DRY) _
P
FUEL CONSUMPTION
| .400
.380
.360
1. 340
1200 1400 1600 1800 2000

ENGINEERING-TECHNICAL

ENGINE SPEED - RPM

DATA DEPT.

E4-8081-32-22
Rev. 12-21-96

TORQUE - LB FT







16V-92 (1)

({i\ Detroit Diesel Allison 167-92
Division of General Motors Corporation BASIC ENGINE

CONTINUOUS RATING

booo E
P
| =
-
I
- I =
TORQUE =
1600 &
SAE STD AMBIENT CONDITIONS: a

600 85°F (29,4°C) - AIR INLET TEMPERATURE 600 BHP

29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
550

R
&/
Sy
.
500} A J/
| 01]

BRAKE HORSEPOWER

. 440
.420
. 400
. 380
. 360

FUEL - LB/BHP HR

1200 1400 1600 1800
ENGINE SPEED - RPM

E4-8161-12-12
ENGINEERING-TECHNICAL DATA DEPT. 9-25-74

DE 3769




16V-92 (2)

a Q’}) Detroit Diesel Allison 16V-2
Division of General Motors Corporation BASIC ENGINE PERFORMANCE
9270 INJECTORS
e
=~
Izooo [
I 3
{
1800
>
. 1600 LB FT ]
- 1600 %‘
[
700' I
650
HP
" = 640 B
3] /’
2 600 ) -7J/
& LA
- 7 ?&’ﬁ‘? d i
% 550 &% ~
o] Q}$ ” |
2 ° .
ﬁ " %
i
' v
450 /7
o I
RATED POWER OUTPUT
I GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS:—
| 85°F (29.4°C) - AIR INLET TEMPERATURE
29,00 IN, HG (98.19 kPa) - BAROMETER ( DRY)
| =«
o
a,
.420 &
.400 8
.380 3
.360
=
=
R
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM E4-8161-12-3
ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769



16V-92

&)

Division of General Motors Corporation BASIC ENGINE PERFORMANCE

@ Detroit Diesel Allison 16V-92

9275 INJECTORS

2000

LEFT

1800

1600

TORQUE

1890 LB FT
— 1700 LB FT
| TORQUE
0
70 680 BHP
650 P
S
E _?oqv&?/
% 600 @@ w
oY L7
o ¢
(5, yﬁﬁ)
% 0] ?3‘,/
= /] |
> I
% 500 e
f /!
/q rg
450I
400
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
29.00 IN, HG (98.19 kPa) - BAROMETER ( DRY)
— _FUEL CONSUMPTION =
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8161-12-4

ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769



16V-92 (4)

Division of General Motors Corporation BASIC ENGINE PERFORMANCE
9280 INJECTORS

@ Detoit Diesel Allison 16V-92

EEEEN

l =
2200
0
|
1
2000
j]
1800 LB FT | g
\# 1800 ©
H
800
750
#1720 BHP
700
o
€3]
% 650
= <O
2 o
o 600 Q,’O
T <
3] /
X 550 ‘?’,/
e
3 |
500 |
) RATED POWER OUTPUT .
// GUARANTEED WITHIN 5% AT
450 . SAE STD AMBIENT CONDITIONS: -
85°F (29,4°C) - AIR INLET TEMPERATURE
200l 29,00 IN. HG (98.19 kPa) - BAROMETER ( DRY)
e
=
FUEL CONSUMPTION .420 %
— ot 400 >
4]
.380 "f
.360
=1
=}
=
1200 1400 1600 1800 2000 2200

ENGINE SPEED - RPM
E4-8161-12-6

| ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769




N

16V-92 (5)

Q

Detroit Diesel Allison

Division of General Motors Carporation

16V-92
BASIC ENGINE PERFORMANCE
9285 INJECTORS

-ﬂ
-
2200 &
2000
1900 LB FT =
~9 g
1800 O
2
800
760 BHP| }
750
l/
-
700 -/
= 5
a
] @’?
% 650 q@?&/ '
& . d
0 N
& 600' b
= W
£ e
E@ 550 /)
o
m
500
RATED POWER OUTPUT
I / GUARANTEED WITHIN 5% AT
450 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
400 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)

P
.440
— FUEL CONSUMPTION .420
I al 400 B
* |
. 380 1
—
.360 3
o}
e P
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8161-12-6
Rev, 7-13-74

ENGINEERING-TECHNICAL DATA DEPT.

DE 3769




16V-92 (6)

) ) . ) SERIES V92 MARINE
‘ ‘&\ Detroit Diesel Allison 16V-92 WORK BOAT
Division of General Motors Corporation 9275 INJECTORS
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
SAE STD AMBIENT CONDITIONS: -
85°F (29,4°C) - AIR INLET TEMPERATURE 600 SHD
600%— 29,00 IN. HG (98.19 kPa) - BAROMETER (DRY) 4-
//
X
S
Ay
500 0?3’
6
Q&
| R /
<
oP % POWER -
400 . PROPELLER LOAD W
0 J/ /
=
= / |
A /
2 300 V. ACCESSORIES: _
2 TWIN DISC MARINE GEAR
e RAW WATER PUMP
E GENERATOR - 24V, 60 AMP
7 2]
200
p. 40
rd
#
100 pTION L 32
tL COﬂSUM—-’/P- .
¥U o v
T ﬂ/ 2
’ -
| s —+<-FUEL - i
0 ,ﬁ/ PROPELLER LOAD ]16
-—“"ir g
0
1000 1200 1400 1600 1800
ENGINE SPEED - RPM
E4-8162-12-1
ENGINEERING-TECHNICAL DATA DEPT. 7-24-74

FUEL - GAL/HR

CE 3769




16V-92T (1)

' - - 16V-92T
‘&‘ Detroit Diesel Allison BASIC ENGINE PERFORMANCE

Division of General Motors Corporation | T18A90 (1.5 A/R HSG.) TURBOCHARGER
9280 INJECTORS

_—*—
| -
2200 E
2120 LBFT 2
=
—_— 2 i
"‘4& 1876 1B FT| 000,
TORQUE g
1800 O
=
B
800
750 BHP
_
700 1
/= < P
=) <0
=z S
O 650 ‘2‘0 e
& R
2 ool ¥ |
& 600
as}
=
% 550 A
& /
500 P
RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
450 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
400 29,00 IN, HG (98.19 kPa) - BAROMETER (DRY)
.420 &
FUEL CONSUMPTION . 400 £
3808
.360 5
]
.340 o
&
.320 2
e —
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8161-32-1

ENGINEERING-TECHNICAL DATA DEPT. Rev, 7-13-74

DE 3769




16V-92T (2)

&)

Detmoit Diesel Allison

Division of General Motors Corperation

16V-92T

BASIC ENGINE PERFORMANCE
T18A90 (1.5 A/R HSG.) TURBOCHARGER
9285 INJECTORS

ENGINEERING-TECHNICAL DATA DEPT.

=
I I2400 B
m
2240 LBFT =
1
2200
Ig.‘--"‘i =
TORQUE ""'-=-...q 2000 LB FT ] g
™~ 2000 O
H
800 800 BHP __
1/
750 e ]
|
700§, Q&’q}?f/
o] Q\O P
- $
% 650 ng’
2 A
% 600 ,//
5 /|
€3]
¥ 550 /)
-
i
m
5001 I
| RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
450 SAE STD AMBIENT CONDITIONS: -
85°F (29.4°C) - AIR INLET TEMPERATURE
100 29,00 IN. HG (98.19 kPa) - BAROMETER (DRY)
|.420 o
FUEL CONSUMPTION 400 g
I 380§
I. 360 H
|
_1.340 4
A
.320 B
A__
1200 1400 1600 1800 2000 2200
ENGINE SPEED - RPM
E4-8161-32-2
Rev. T-13-74

DE 3769




16V-92T (3)

| (&) Detruit Diesel Allison 16v-021
e Division of General Motors Corporation BASIC ENGINE PERFORMANCE
T18A90 (1.5 A/R HSG.) TURBOCHARGER
9290 INJECTORS
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4 RATED POWER OUTPUT
GUARANTEED WITHIN 5% AT
550 SAE STD AMBIENT CONDITIONS:-
/ 85°F (29,4°C) - AIR INLET TEMPERATURE
500[ 29.00 IN, HG (98.19 kPa) - BAROMETER (DRY)
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